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30 orbital sander rest 

36 frame-clamping jigs 

38 heirloom bookcase 
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60 intarsia eagle wall hanging 
70 workshop extension tables 


Support workpieces when using your mitersaw or 
mortising machine with this three-part fixture. 
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12 cut sliding dovetails for drawers 

48 cabriole legs the simple way 

52 custom color your finishes 

65 master dadoes, grooves, and rabbets 
Learn the best and cleanest ways to saw or rout 
woodworking’s mast Common joinery cuts. 

80 hand-tool skills for power-tool guys 

89 picture-perfect poly 
Follow these techniques for a flawless finish. 

92 make your clamps work harder 
Discover eight tips for successful assembly. 

101 cutting tenons to aT 

Using a tablesaw and mortising machine, see how 
to mill snug-fitting mortise-and-tenon joints, 
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Add accuracy and convenience to your router table. 
94 three shop-proven products 
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Pocket-hole joints tale litte 

lime and are as easy 35 
boring a hole. You don’ 

need a lot of measuring— 
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Bonds 
hundreds of 
materials including 
wood, stone, metal, 
ceramic & more! 
Incredibly strong 

& 100% waterproof! 
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one more thing, it's algo a great caulk, Sea top. 


Build a project; save 
your life and anot 
We woodworkers don't typically think of what we | 


do as a life-saving activity. But by participating in 
our Build-A-Gift contest, you can extend lives. 


Pe his hasn't been proven 

| | ~ ina medical journal yet, 
ge but I’m fairly convinced 

that every hour we spend in the 
shop extends our lifespans by at 
least three hours. After all, what's 
more therapeutic than escaping to 
our workshops? And while I must 
admit there are shop moments 

that actually may deduct a few 
minutes from our lives—misculting a 
part or applying a finish that doesn’t tum 
out come to mind—these incidents are 

the exception, not the nile. By and large, 
shop time melts away any stresses we're 
experiencing. At least that’s my theory, and 
I'm sticking with tt. 

But have you ever stopped to consider 
that you also can extend another person's 
life by putting in shop time? What's cooler 
than that’? Here’s how: Build a gift and enter 
it in the Build-A-Gift Contest detailed on 
pages 28 and 29, Your project may win you 
some great tools or woodworking supplies. 
And here's where you can help save other 
lives. After the judging, your project will be 
sold at auction to raise funds for St. Jude's 
Children’s Research Hospital. Every single 
dime of the auction proceeds go directly to 
St. Jude to treat and find cures for childhood 
illnesses. No family ever pays St. Jude for 
medical treatment. 

To find out more about this worthy 
charity go to its Web site: styude.org. For 
a full list of prizes (the $5,000 top prize 
from Peachtree Woodworking Supply, for 
example, consists of too many tems to show 
in the ad) go to woodmagazine,com/contest. 
There are 25 ways for you to win, 


Start building today 

Your entry is due to us November |, but 
I encourage you to get into the shop now. 
From my expenence as a judge in past 
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contests like this one, | Know that the top 
entnes were well-planned and carefully 
built, with a well-cured finish that took 
several days or weeks to apply. 

Here are some more tips to keep in mind: 
There are separate prizes for projects from 
original designs and projects from existing 
plans. For the originally designed projects, 
the judees will be looking for creativity, 
pleasing style, and functionality, If you 
build a project from an existing plan, make 
sure it's a well-thought-out one, and then 
execute it to your best ability. The judges 
look for well-fitted joints, good grain 
matching, and—no surprise here— 

a gift they would like to receive or give 
themselves. Just remember that your project 
has to fit into a box no larger than 2x23’. 

In years past I've been amazed by 
the outpouring of incredible projects 
that readers built for WOO De magazine 
contests, and this year "mi sure you'll come 
through for the kids at St. Jude. We'll 
showcase all of the winning projects in 
the February/March 2007 issue. 

Best of luck. [can’t 7 
Wail to see what you 
send in. 


Dil fin 
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Holy mackerel, another wine bottle holder 


We keep coming across interesting wine 
bottle holders. Here's one more, designed by 
Eric Jorgensen of Chesapeake, Virginia. 
Eric asks that you only make a few for gifts 
using his design. (He sells a full line of 
functional wood items through the Abacus 
gallery in Portland, Maine; 800/206-2166, 
or visil abacusgallery.com.) 

Begin with a 44x4x12" piece of scrap, 
(Eric likes to use exotic woods: the one 
pictured at right is made from goncalo 
alves.) Apply the pattern from the WOOD 
Patterns® insert. Now, drill the 142" 
through-hole, and the ¥ie" hole ¥s" deep on 


Article update 

Issue 166 (November 2005) 

«Tf you're building the hall table on pages 
60—64 and using one of the alternate joinery 
methods, cut the four aprons (B, C) 14" 
shorter than specified in the plans, 
(Essentially, you would be cutting off the 
tenons.) Be sure to cut to length before 
laying out the arc. All other measurements 
and steps remain the same. 


Fa : 744° for part (B) 
| _-32" for part (C) 
lt 


Think inside the box 

for Build-A-Gift contest 
Projects created for the Build-A-Gift 
contest should fit into a box no bigger than 
2x2x3). An announcement in issue 170 
(June/July 2006) incorrectly stated 
“2x2x3 in.” The Build-A-Gift contest, 
sponsored by WOOD® magazine, will 
auction off all project entries to raise 
money for St. Jude Children’s Research 
Hospital, and prizes will be awarded in 24 
categories, including $5,000 of tools and 
accessories for the Grand Prize. For more 
information, see page 28. 


Our bulletin board for letters, comments, and timely updates 


the top side for the eye. (Order the 
yellow eye no. 8865, $.79 for two 
eyes, from Meisel Hardware 
Specialties, 800/441-9870, or go 
to meiselwoodhobby.com.) 

Next, rout a ie’ chamfer 
around the large hole on both sides. 
Cut the 45° bevel at the end of the tail. 
Except for the mouth, scrollsaw the fish to 
shape. On your router table, rout the +16" 
round-over on the edges of the fish. Follow 
that by cutting the mouth, sanding, and 
finishing. Friction-fit the eye in place. 

— WOOD editors 


Felt-good story of the year 
Your article on working with felt in issue 
167 (December 2005/January 2006) page 
6, caught my interest. | submit that 
scissors—no matter how sharp—are a poor 
choice for cutting felt. After much trial and 
error, | stumbled onto using my wife's 
rotary fabric knife (available at any fabric 
store). As shown at rie/tt, it works great 
when used alongside a thick straightedge. 
No more stretching the felt out of shape, or 
Uneven CUTS, 

—Norm Streeter, Waldport, Ore. 


To trim felt or other fabric (such as velvet 
used to line jewelry boxes) with a rotary 
cutter, lay the material on a blade-absorbing 
rotary cutting mat. Mark where you want to 
make your cut, and then line up your 
straightedge over the marks. (We used a 
thick, wide acrylic ruler found at fabric 
stores.) Now, with the exposed blade face 
flush to the straightedge and just off the 


Close ceiling with shortcut 
| read the Shop Tip for enclosing a basement 
ceiling in issue 168 (February/March 2006), 
but found a quicker way to do it. | enclosed 
my basement ceiling by nailing 3"-wide 
strips of hardboard to the bottom edge of 
the floor joists, leaving ¥2" extended on each 


side. Then | placed acoustic ceiling tiles on 


the top side of the strips for an attractive 
ceiling that won't need paint, 
—Adeline Koebel, Manifowoe, Wis. 


fabric, press on the handle to protrude the 
sharp cutting edge. Run the wheel along the 
straightedge, severing the fabric. 

— WOOD editors 


Hardboard 


Cailing tile 


continued an page 10 
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Bored physicist “turns” 
into woodworker 
'm a 78-year-old retired physicist who 
decided to get into woodturning because I 
became bored with retired life, The first 
project on my new mini-lathe was the 
holiday ornament from issue 166 
(November 2005), page 52. 

Making them out of walnut and 
chestnut, | combine carving and painting, 


An attractive solution 
Many of you have told us that you can't find 
the magnetic bases featured in the Shop Tip 
of issue 167 (December 2005/January 
2000), page 32. No longer! You can buy 
them at Woodcraft for $21 each, no. 128398. 
Call 800/225-1153, or visit woodcraft.com. 
—WOOD editors 


HOW TO REACH US 

®@ For woodworking advice: 
Post your woodworking questions (joinery, 
finishing, tools, turning, general woodwork- 
ng pa on one of 20+ online forums at 


= To contact our editors: 
Send your comments via E-mail to 
woodmall@woodmagazine.com,; or call 
800/374-9663 and press option 2; or write 
to WOOD magazine, 1716 Locust St, 
LS-221, Des Moines, lA 50309. 
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my other favorite hobbies, with turning to 
make them more decorative and unique, 
50 far I have made 17 ornaments, but 
change each one slightly. | have added a 


Reader improves Top Tip 

[ liked Jonathan Leavy’s Top Shop Tip on 
how to square your miter gauge in issue 167 
(December 2005January 2006), page 30), 
but it will only work if the edges on your 
test piece are perfectly parallel. | found a 
quicker way. To be accurate, the test cuts 
need to be referenced from the same 


@ Subscription assistance: 
To notify us of an address change, or to 
get help with your subscription, go to 
woodmagazine.com/service: call 
800/374-9663 and press option 1. Outside 
the U.S., call 515/247-2981, Or write to 
WOOD magazine, 2.0. Box 37439, Boone, IA 
50037-0439. Please enclose your address 
label from a recent magazine issue. 


To find past articles: 
see our index at woodmagazine.com/index, 


second pine tree to some, an angel on top 
of one, and three with a cross inside in 
place of the tree. 


—FPaul Long, Friendsvilte, Tent, 


straight edge of the workpiece, as shown 
below, The best way to do this is to make 
the first cut—with the blade’s height equal 
to half the board’s thickness—in the middle 
of 4 test piece; then flip the board end for 
end instead of edge for edge. Finally, make 


the second cut to check for square. 
| —feinhold Weindel, Taylor, Pa. 


® To order past issues and articles: 
Order past issues of WOOD magazine, our 
special issues, or downloadable articles from 
issue 100 to present: Visit our online store at 
woodmagazine.com/store, or call 688/636- 
4478. Some issues are sold out. 


= Updates to previously published projects: 


For an up-to-date listing of changes in 
dimensions and buying-quide sources 
from issue 1 through today, go to 
woodmagazine.com/editorial. 
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cut sliding Py) 
dovetails | : 


for durable drawers 


povetail construction symbolizes 

quality woodworking for good 

reason: Its locking parts produce a 
mechanically strong joint built to last. By 
adding sliding dovetails to your drawers, 
you achieve that strength while sidestepping 
the time and experience needed to hand-cut 
through dovetails or the jigs needed to 
machine half-blind dovetails. 


To guide you through the steps for piece. Then mark the dovetail centerlines lines and the drawer ends to determine the 
cutting sliding dovetails in your own on the back of each drawer front. distance from the fence to the edge of the 
projects, we'll use the drawers from the a " we cit dowetail bit. 
bookcase on page 38 as an example. You Give your bit a little relief On the bookcase drawers, for example, 
also can use this joint for applications as | —- Ease the strain on the dovetail bit, and keep half the width of the 4° dovetail bit would 
varied as locking the ends of shelves tothe | chips from packing into the dovetail slot, be ¥ie", Subtract ie" from the centerlines 
sides of a bookcase or partitioning abox. ___ by first cutting a relief kerf at the dovetail marked 1/4" from the drawer end, and set 

| : slot centerline, as shown in Photo A. your router table fence ['/ie" from the outer 
First, organize your cuts | Set the blade height to 6" fora ¥"-deep edge of the bit, as shown in Photo B. As a 
When cutting the drawer front, back, and dovetail in 44" stock. For thicker drawer rule of thumb, leave at least Vie" between 
sides, make the sides Ys" wider than their fronts, dovetail depths can be cut upto half | the edge of the dovetail and the end of the 
final width. This extra margin allows you the thickness of the part. Back up your 
to remove any router-bit tear-out on the relief cut with a sacrificial pushblock. mA RELIEF KERF EASES ROUTING 
sides prior to assembling the drawers. Save P Pa 
scraps the thickness of the sides and fronts Speed up your setup = 
to test your router table settings. Now you're ready to rout the dovetails, | - 

Start by labeling your drawer front, First, divide the maximum width of the | 
sides, and back, as shown below, plus the dovetail bit in half, Then subtract that from 
inside surfaces and top edges on each the distance between the dovetail center- 

Ve" groove va" deep | 
va" from bottom edges EXPLODED VIEW 
(or from rabbet) i 


Te” minimum space from 
edge of dovetail to end 


ve" groove Va" deep 
V4" from bottom edge 


continued on page /4 
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drawer front to allow enough stock to 
reinforce the dovetail. 

Again, use a pushblock to stop tear-out 
when the dovetail bit emerges, as shown in 
Photo C. Slow the feed rate to allow chips 
to escape through the rehef kerf, and use a 
second clean-up pass if needed, 


Now, rout no-fail tails 
Leaving the dovetail bit height unchanged, 
adjust the router table fence so the bit will 
cul into the face of the drawer sides, as 
shown in Photo D, (‘You'll sneak up on a 
perfect fit using scrap.) If the fence has an 
adjustable bit opening, move both sides as 
close as safely possible to the bit. 

Test your fence setting on scrap the same 
thickness as your drawer sides. If the 
dovetail is too thick to fit the dovetail slot, 
nudge the fence away from the bit by falf 
the difference. Make additional test cuts 
until the dovetail fits snugly within the 
dovetail slot. Using a push pad and block, 
cut the dovetail on the front ends of your 
drawer sides, 
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Cut long sliding 
dovetail jobs down to size 
Sliding dovetails, like those you might cut — 
into the ends of a shelf 12° wide or wider, | 
can produce so much friction during glue- 

up and assembly that they catch in the 

dovetail slot. For problem-free assembly, | 
reduce this friction by cutting notches in 
long dovetails, as shown at right, using a | 
bandsaw or coping saw. The notches also 
capture excess glue to reduce squeeze- 
out. Leave ao" of the dovetail to avoid the 


chance of cutting into the surface. 


| Make the remaining cuts 


To cut a drawer bottom groove between the 
dovetail slots on the inside of the front 
piece, first chuck a straight bit m your 


SS table-mounted router that’s wide enough to 


accommodate the thickness of the drawer 
bottom, Then adjust the fence to leave at 
least s" of material between the edge of 
the groove and botiom edges of the drawer 
sides and front. 

To make a stopped drawer-bottom 
groove in a drawer front, first mark the 
location of the bit on a piece of masking 


— tape, as shown in Photo E. Lower the 
| drawer front onto the bit so the dovetail slot 


centers over the two lines, rout the groove, 


and raise the other end after cutting to the 


other dovetail slot. 
Next, cut grooves the full length of both 


_ side pieces to hold the drawer bottom. For 
_ our sample drawer, we also cut dadoes in 


the sides to accommodate the drawer back. 
The top edges of the drawer sides can now 
be trimmed to the parts’ final width. 
Finally, cut the drawer back piece to a 
width matching the distance from the edge 
of the drawer-bottom groove to the top of 
the sides. If you cut the drawer bottom 
from plywood, make it 442" smaller than 
the maximum dimension between the 
grooves to allow for expansion. If you 
make the drawer bottom from solid wood, 


_ cut the panel to a snug fit, and orient the 
erain to run from side-to-side as shown at 


right, not front-to-back. 

Glue and assemble the front and sides 
before adding the drawer bottom and then 
the back. The solid wood drawer bottom 
shown in Photo F will be glued to the front, 
but not the sides. A screw through an 
expansion slot in the drawer bottom 
attaches it to the back. # 
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Lise Got a question? 


1 J . | If you're looking for an answer to a 4 woodworking — 
. | question, write to ASK WOOD, 1716 Locust St., 

| _ LS-271, Des Moines, 1A 50309-3023 orsendus 

an e-mail at askwood@woodmagazine.com. For 


Answers to your questions from letters, e-mails, and WOOD Online@s immediate feedback from your fellow woodworkers, 
post your questions on one of our woodworking 
forums at woodmagazine.com/Torums, 


Hide sapwood with dye — 


¢ @ at m working with a wide 
| m piece of walnut that has sap- 
at on one edge. Is there a good 
way to stain the sapwood to match 
the heartwood? 

—Kan Johnson, Lancaster, Pa. 


A e Use dye instead of stain to equalize 
#6 Bheartwood and sapwood color 
differences, Ken. Unlike most stains, dye 
doesn't have pigments that settle into wood 
pores, thus emphasizing them. You can 
easily lighten or darken dye for a close 
color match. For the walnut part shown at 
right, we used TransTint dark walnut dye 
(Woodcraft no. 128485, $17, 800/225-1153 
or woodcraft.com), but you also can use 
brown mahogany (no. §19064). Mix | 
teaspoon of dye in | cup of water, then test 
your dye color on sanded pieces of scrap 
sapwood. Add water or dye to the mix to 


lighten or darken the color until you get a fieaanchaagi 
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less doorbell, but that’s not loud 
enough. Is there a way to make a 
wireless remote light? 

—fod Parsons, Maplewood, Minn, 


match close to the color of heartwood ae age eee a dye 
moistened with a damp cloth. Don't worry a _— ae etal 
about making a perfect color match; wood 
naturally has slight color variations. also blocks the dye from bleeding intothe —— blend the edges of the dyed area with the 
Now, on your workpiece, moisten the heartwood, Then moisten a towel with dye = heartwood, wipe them with a moist cloth, 
adjoining heartwood to preview the color and press out the excess. Wipe the dye onto — A light sanding with 220-grit abrasive will | 
the wood will turn once it’s finished. This the sapwood, working with the grain. To knock down raised grain. | 
ianertine dilemma Plug a lamp into the receiver and the transmitter, your wife can send you a 
1 he | get so engrossed with receiver into the workshop wall outlet supper signal. Or to really get your | 
‘=. & working in my garage closest to your house. Then place the lamp attention, plug in a rotating beacon such as , 
workshop that | sometimes miss where its light will be noticed. By pressing the one shown below, or a strobe light. 
a hot supper when my wife calls the on and of f buttons on the riba Both are available at novelty stores, 
and | can’t hear her. | tried a wire- | : 
| 
| 


A ge When the sound of the tablesaw 
2S’ Bdrowns out the growling of your 
stomach, let a wireless switch connected to 
a lamp in your shop call you to dinner, 
Bob, Among those available are two 
through Amazon.com (no, BOOOOSXSD5, 
$16, or no. BOOO6GGYCIO, $40). Both work 
up to 100 feet, depending on the number of 
walls and metal obstructions between the 
transmitter and receiver. 
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The skinny on plywood 

a! am looking for true V4" 
Q w birch plywood for some flat- 
panel doors I’m making. My rail bit 
cuts a slot that’s exactly 4" wide, 
and undersize plywood moves 
around in the slot. Can anyone 
direct me to dealers who supply true 
Va" plywood? 


— Tony Leone, Wesley Chapel, Fia ; 


e Part of your difficulty is that your 
B bit was meant to cut dadoes for 
solid wood panels sized to ¥4" thick, Tony, 
not for plywood. If you work with plywood 
frequently, consider supplementing your 
iwo-bil stuile-and-rail set with a bit that cuts 
just the rail and stile profiles, and a set of 
straig ht bits sized to common plywood 
thicknesses for cutting panel slots. The 
profiling bits require added setup time, but 
allow you to control the distance from the 
profile to the slot and the width of the 
panel slot. 


A 


 inaclass by itself with 


Oneida redesigned their eee: 2 & 3hp 
Commercial systems into the new and more | 
Pro Series 1500 & 2000! 


pease ont our Editor’s sons 
“Its new Gorilla line 
delivers top performance 
at a competitive price. 


Our 3hp Gorilla tested " 


the most airflow (CFM). 
Our 2hp Gorilla tested 
with more CFM than the 


B 3, 2. and ap | 
You're unlikely to find true ¥3" birch | cept for 
plywood because commonly available 
imports come in metric sizes. A 6mm 
thickness comes close to 4" at 2362", 
However, some suppliers also market Smm 
plywood, or 1969", as 44" plywood, In our 


one = ja ab birch measures about || e745. 30hp Systems 
For construchion-grade plywood, the et Ready-to-Ship Ductwork 4 
ati sie are common: %, Ae, sf oan > Ductwork Design Sarvica 


For these sizes, straight bits 


like the one shown below can cut dadoes | > Outstanding Filtration 


for plywood in such sizes as 7/20 or !3/s4 (for 


V2" plywood), a2 (for 48"), “42 or ea (for > Superior Customer Service 
=) Oe are » Dust Collection Since 1993 


D-I-Y unit and hose 
packages available. 


: Dene 
| Turns your shop vacuum 

H into a cyclonic vacuum. 
~ _ Sand for hours without 
having to clean your filter! 
4 


—— Ne ) Order On-Line! 
—“s WWW.oneida-dir.com 


FF Call Today for FREE Brochure! 


1.800.732.4065 


Cucla No Dose 


Plywood bits cut dado widths that match 
common plywood thicknesses. Freud offers a 
set of four with 4" (490-106) or 4" (#89-650) 
shanks; 800/334-4107 or freudtools.com. 


continued on page 18 
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ask wood 


a batteries at their peak 


eg Our sons have given mea 
a number of cordless tools, 
but when | want to use one of 
them, the batteries soon run low 
because they've lost their charge 
sitting on a shelf. Is there a way 

| could plug the chargers into a 
power strip, and then plug the 
strip into a timer to charge the 
batteries, say for 30 minutes 
every day? Or would that harm 
the batteries? 

—Fobert Jesse, Moweagqua, li. 


pao COMFORT 


PERT PERFORMANCE 
Drives 6 Different Size 
Staples +Nails 


14 Amps of Surge Power 


Xx. CITING DESIGN 
New Ergonomic Styling 


A ge Uhat approach 1s a crude version of 
B what some tool battery chargers do 
automatically, Robert, and it could work if 
left on long enough each day to fully 
recharge the battery. Leaving a battery in an 
unplugged charger shouldn't create problems 
for either the battery or charger. 

However, a check of your tool owner's 
manual may make all of this unnecessary. 
More expensive cordless tools usually come 
with high-end features, such as chargers 
like the one shown at rigitr, that bring a 
battery up to full charge and feed it a 
maintenance, or “trickle,” charge as needed. 


" 


LETT =LaGe le 


... [t's what 
you've come to 
JPECT from Arrow! 


MADE IM 


HECHO EM E.ULA. 


Keeping America Strong 


Available at home centers, lumberyards, and fine hardware stores wherever professional tools are sold! 


Spree: Pater Oo, bre OP Bday ill Geet, Gertie Brel, Mowe demir OTB 
Canadas lndel Beacons, bec, Gh05 Metopemitan Bhat, Bain, Reread, Caer HNP Tee 
Apres Peri [U6 Ld. Wiewt 6 280 Park, 2 Gormererce Wig, Creer O80 AT, bare, epee ingulom 


eit ater fan liter der 


SE ares Fae Ce. ies Bl 


Other tool 
manufacturers 
discourage 
leaving 
batteries in 
unattended 
chargers for 
long periods. 
A charger 
malfunction could result in the battery 
going into continuous overcharge and 
becoming overheated. Only the owner's 
manual for your tools can specify whether 
continuous charging is right for you. 


Hinges hit a sour note 
Q e!nstalling a long piano hinge 

@ generally frustrates me. 
Surely there's a simple, surefire 
method that will ensure the hinged 
parts are aligned so the surfaces 
of both pieces are level with each 
other. Got any suggestions? 

—(hanes Cottingham, Columbia, Mo. 


A e he hinge itself can solve your 

B alignment problems, Charles. To 
start, mark both workpieces where one end 
of the hinge will be located. Then open the 
hinge so its barrel is on the outside of an L 
formed by the two leaves. Lay the hinge on 
a workpiece with one end against your 
hinge-end mark and a leaf resting along the 
edeec, as shown below, Press the other leaf 
flat against the top surface and clamp the 
hinge firmly in place. Place the tip of a 
self-centering Vix drill bit in the hinge leaf 
holes, and drill pilot holes at each screw 
location. Move the hinge to the other 
workpiece where it will later be mounted, 
and repeat the process. This way, the two 
outside surfaces mount level with each 
other, and the hinge barrel rides at a 
uniform height between both parts. 


Selt- 
centering 
drill bit 
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Remove the twist when _ 
cutting half-round molding 
()\ a!'d like to slice some dowels 
“elt, gin half lengthwise to make 
half-round molding. But when | 
tried a test cut at the bandsaw, the 
stock wanted to twist. How can !/ 
get a clean cut? 


i . g As you've discovered, Felipe, the 
PS wirick is guiding the dowel without 
twisting. The jig shown here is easy to 
make and serves as both a splitter and 
stabilizer behind the blade. Simply screw 
a prece of metal slightly thinner than the 
blade to a wooden block, and clamp it to 
the bandsaw’s rip fence. To place the metal 
plate in line with the blade, make the 
thickness of the block just under half the 
diameter of the dowel you're cutting. 


A nailing plate attached to a wood strip 
keeps dowel stock from twisting as you 
slice it lengthwise. 


wootmagqazing.com 


SUBSCRIBERS: 
PLEASE NOTE! 


Many of our customers are mail-order buy: 
ers. These consumers are interested in 
recelving Offers for other products and 
services from our company (Meredith 
Corporation) and for products and services 
offered by other reputable companies. 


In order to promote our other products, 
we retain your name and address in a pro- 
spective customer file. We also provide 
that name and address to other reputable 
companies who offer products we con- 
sider to be of value and interest to our 
Customers. 


However, we also respect the rights of 
those customers who prefer not to receive 
additional mail-order offers. 


Should you. prefer to have your name 
restricted, please fill out the coupon 
(below), clip it out, and mail it to the 
ttldress shown. Please be sure to indicate 
whether you wish to restrict all offers or 
just those from other companies, 


[] 1 will accept offers from Meredith 
Corporation only, 


I prefer not to receive any offers. 


Include a current magazine address label 
with this coupon, and mail your request to: 
Magazine Customer Service 
P.O. Box 10263 
Des Moines, LA 50336-0263 


Whether you are a do-it- 
yourseller, a professional 
woodworker or somewhere 
in between, you have a world 
full of projects in the home 
or in the shop that will be 
easier and more enjoyable to 
complete when you use gual- 
ity clamps, bench vises and 
miter boxes/saws from the 
Adjustable Clamp Gompany. 
Look for them under the 
Jorgensen, Adjustable and 
Pony brand names wherever 
fine tools are sold. 


Circle No, 733 


Adjustable’ “Jorgensen” “Pony 


Made in the USA by the Adjustable Clamp Co., 
433 North Ashland Ave., Chicago, IL 60622, 


www.adjustableclamp.com 
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shop tios 


Helping you work faster, smarter, and safer 


Steady-as-she-goes biscuit-joiner jig 


| love the convenience of my biscuit 
joiner for mounting face frames on 
cabinets. But | always found it awkward 
to keep its fence flat on the workpiece 
while plunging the cutter. | solved both 
problems by adding an oversized base 
with a handhold, as shown below. With 
the base installed, | use my left hand to 
keep the biscuit joiner aligned, and my 
right hand to plunge the cutter. For 
smaller workpieces, | mount the base 
upside down in my bench vise. 

| sized the base shown for my DeWalt 
biscuit joiner. You may have to change 
the width and location of the joiner 


top shop tip 


js = 114" FH. woodscrew 


 — 
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_ mounting holes to suit your tool. To avoid 
splinters, be sure to ease the edges of 
the plywood bed and handhold. 

—Farl Eliasan, Pagosa Springs, Calo, 


Most biscuit joiners have mounting holes 
preorilied in the bed. If yours doesn't, find 
two Hat spots on the bed where a raised 
bolt-head won't interfere with the joiner's 

_ operation. Locate your bolt positions on 

_ the bottom of the bed and dimple both 

_ locations with a punch to limit drill-bit 

_ travel. As you anil! the holes, lubricate the 

| bit frequently with light machine ail. 

_ Before you drill, remember that altering 

the tool may void your warranty. 

—WO0D Editors 


Va" joiner 
_-— Mounting holes 


cominued on page 23 


The Top le sai 
Ny 


il i 0 | 
Between careers in the military and 
electronics, Earl Eliason figures he's 
lived in 27 different places during his 
lifetime. For the past eight years, 
though, our Top Shop Tip winner has 
set up shop ina log cabin in tiny 
Pagosa Springs, Colorado. “I can see 
the Continental Divide from my front 
window, and there's great fishing just a 
quarter-mile away,” he boasts. Through 
all the moves, Earl has held onto his 
first woodworking project: a smoking 
stand (shown above) he made when 
he was 14 years old. 


For submitting the best Shop Tip of this 
issue, Earl Eliason earns a Grizzly GO459 
12° benchtop drum sander. Excellent, Earl! 


Top tips earn tools! 


Describe how you've solved a workshop 
stumper, and you'll get $73 if we print it. 
And, if your tip garners Top Shop Tip 
honors, we'll also reward you with tool 
treasures worth at least $250), 

Send your best tips, along with photos 
or illustrations and your daytime phone 
number, to: Shop Tips, WOOD 
Magazine, 1716 Locust St., LS-221, 
Des Moines, LA 50309-3023, Or e-mail 
tips to: shoptips @- wood magazine.com, 
Remember to include your contact info 
in the e-mail as well. 

Because we publish only original tips, 
please send your tips only to WOOD 
magazine. Sorry, submitted materials 
can't be returned. 
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tips 


Positive stop for a 

squirrelly sanding table 

| make small toy parts that require a great deal of accurate 
sanding. For that accuracy, | use a 1"-belt/6"-disc sander that, 
unfortunately, uses small, hard-to-tighten wing nuts to secure 
the table. If a nut works loose, which happens frequently, the 
table slips down. To solve the problem, | created a carriage- 
bolt support post for the table, as shown below, that keeps the 
table perpendicular to the disc. 

To make the support post, cut a 1" wide strip of scrap wood 
about as long as the table to house the post. Install a S16 
T-nut in the bottom of the strip, as shown, and add the boll, 
wing nut, and washer. Finally, glue and screw the strip to the 
sander's base. 

After locking the table square to the disc, turn the carriage 
bolt until it rests on the underside of the table. Than, lock it in 
place by tightening the wing nut against the washer and Strip. 

—vJonn Shaw, Falmouth, Mich. 


Sex 4" carriage bolt 


ie" wing nut | 
a uy 


=, 


Sie" washer 
J i 


Pd 


+4 x 1" strip 
a 


‘a" T-nut 


/ Plywood base © 
Co unterbore to fit T-nut 


Disc-sanding | 
table ‘ 
support post 


cominued on page 24 
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#10-060 


Designed specifically for lt oller | 
shops 


Wall mounted unilfrees up | 
volugble shop floorspace 


Compact design wilh 
Bulla | mbcron filler 


Clear re-usable collector bag 


Guick-+elease bag clamp for easy 
bog replacement with no tools oF 
oer help required 
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BED POSTS & FINIALS 


4620 GA Highway 123 + Toccoa, GA 30577 « Email: tum@alltel.net 


ROB00NC Rice Post 


#2600 Carved Rice Post 


#2500 Pencil Post 
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wwwosbornewood.com 
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a selection attractive finials to 


hem off. 


Heritage Finial 
Shaker Finial 


CALL FOR A CATALOG 


1.800.461.2307 
ORDER LINE: 


1.800.849.8876 


shop tips 


No hang-ups with this 
shop-vacuum hoop skirt 
| got tired of my shop vacuum catching 
on every machine in my shop as | pulled 
it across the floor. Frequently, the hose 
would pop loose and add to the 
frustration. So | took a lesson from 
amusement park bumper cars and 
constructed a hoop around the casters. 
Now the vac bounces off obstructions. _ * 
Build the three-ply hoop, as shown, and \ * 
screw or bolt it to the caster housings. Stagger ™ 
Then take your newly remodeled joints 
vacuum out for a spin around the shop. on each Sra 
—VJeck Himinger Davidsoanville, Me. caster, i] 


Woodworkers know how important a sharp drill bit is for keeping projects split, 
chip, and error-free. And when you Work Smart, you Know the best way to Work 
Sharp is with the Drill Doctor drill bit sharpener. 


In addition to all its other features, Drill Doctor's exclusive Quad Cut’ split point not 
only helps you cut faster than with standard bits, it also prevents drill bit 
“wandering” to keep your materials in pristine condition. Better sharpening means 
better projects. Every time 


Sharpens 432°-1/2" standard-twist bits 


- Sharpens high-speed steel, masonry, carbide, cobalt, and TiN-coated bits 


Sharpens and creates Quad Cut’ 


split-point bits for faster 
penetration and less drill bit 
“wandering” 
NEW! Simplified alignment and 
sharpening procedures 
— NEW! Variable Alignment lets you 
adjust chisel and relief angles 
User-replaceable diamond 
sharpening wheel i 
Durable construction baa’ i 
) 
WOT Gone 


(Features apply to | ,) 
Work Sian = 


model XP shown) 


gS | ip 7) \ | Fitirey = ra rel fal - feauly 
maT mr a al pore Fs | et a! eal fae Ce es oe La) @ = Gate 
rhs The Drill Bit Sharpener Sy 


Look for the Drill Doctor at Sears, The Home Depot, Lowes, Ace, Woodoralt, Rockier, and wherever you buy your tools. 
1-888-MYDRILL (693-7455) » www.DrillDoctor.com 


Circe Ao. 1577 


ff \ 
3 layers 
of Ve" 

tempered 

hardboard 


| Oversize table and 
_hold-in improve mortiser 


Here's a simple, low-cost way to improve 
the performance of your benchtop 
mortiser. Replace the factory table with a 
larger one, and add a bench-dog type 
screw clamp for side pressure. | made 
my MDF table 12° square and drilled the 
bench dog holes on 2° centers on the 
centerline of the bit. 

The clamp came from my mitersaw, 
but you can get something similar from 
Lee Valley Tools (05G10.02, $24, 
800/871-8158 or leevalley.com). The 
side pressure not only holds the 
workpiece tight and square against the 
fence, it also prevents the chisel from 
binding when | raise it out of the wood. 

—Larnry Hayes, Ciaiie, Aan 


Mounting 
’ holes 


rd 


Bench-dog type 
screw clamp 
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self-cleaning lathe tool storage 
l like to have my lathe tools close athand, | 
s0 | found a way to mount 12°-wide wire 
closet shelving to my lathe stand. The 
plastic-coated stuff is available at every 
home center, and when installed upside 
down, it keeps lathe chisels from rolling off 
the shelf. 

After finding where the front-to-rear 
splay of the legs of my stand equals 
11¥2"— the distance between the outer 
bars of the shelving—!I marked that height 
on all four legs. Then | cut the shelving to 
the length between those marks, leaving 
an extra 1" or so of edge bar and shellf- | | 
base bar on each end. On most lathes | Section of wire closet shelving 
you'll probably have to loosen at least one bs fitted between stand legs 
leg on the stand to slip the shelving into | | | 
place. After that, gravity and the splayed 
legs keep the shell in place. 

On lathe stands without splayed legs, 
you could drill holes in the stand just 
underneath where the shelf will rest, and 
then insert $4x1" hex head bolts, nuts, and 
lock washers. The bolt heads will support 
the shelf ends. # 


—fob Zajicek, Marietta, Ga, 
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Adding engraving capabilities to your 

business has never been more affordable. 

Engrave and cut photos, clipart, logos and 

more - and it's as easy to operate as a printer. Call 
us today at toll fee 888-437-4564 to receive a free 
| Brochure, sample kit, and CD demo of the system in action! 


Epilog Laser Product Line 


Contact Information: 

16371 Table Mountain Pkwy. 
Golden, CO 80403 

Toll Free: 1.888.437.4564 
Phone: 303.277.1188 
sales(@epiloglaser.com 
www.eplloglaser.com/bhg.htm 
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great ideas for your Sage 


Customize our basic 
design to support 
your sander. 
OR SANDERS WIT! a! 

|DUST BAGS | 
‘* or Chuck Hedlund, 
a §=WOOD* magazine's Master 
Craftsman, time is always of the 
essence. Even the precious few seconds 
he wastes holding a 5" random-orbital 
sander until its pac quits spinning add The Optional support 
up. And even if you're not in a rush, at right, works well 
isn't ita pain waiting for that pad to for the vacuum hose 
stop twirling around? to rest on, preventing 


the sander from 


To remedy this situation, Chuck tipping aver 


designed and built this benchtop 
sander rest. After powering down his 
sander, he immediately 

places it in the rest. After e 4 
much testing inthe WOOD Height sufficient to 1 -—= 
magazine shop, Chuck support vacuum hose _ 
chamfered the bottom edge 1 f 
of the hole inthe top to trap 4" pilot hole v2" deep~ 
the sander in the opening. 
Then, he added an upright 


a | 
—— Diameter of hole ¥a" larger than the 
a diameter of the sander base, centered 


to catch the sander’s dust Ta" SHEE NOI: | <i ne © = 
port and keep the sander | No 
from spinning. For sanders Ve chamfer along es 
with a vacuum attachment pottery aA if > a" ; All stock 14" plyv 
(see smaller photo), add the : a SQ oD eneokuatcet ie 
ontional « i Thichalde 7 Shank hole, es ti hm = : xcept support) 
ptional support. This holds ~~. intersunk ele ~ 

up the vacuum hose while —_on bottom face re ba | UPRIGHT 
keeping the sander from Ne ee is 
tipping over, Use the |" hole —— he — L pee Cree ot 
in the base to hang the rest N N - ae 
when not in use. # ) in 

> \ e\ 
Project design: Chuck Hedlund ‘ Location of lop 
lhustration: Roxanne LeMoine |  —— | 

— BASE - #8 x 114" FH. wood screw 
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wise buys 


our editors test 


self-sizing 


dado guides 


Accurate Guide, $50 
he 


baie 
= 


34 


Why buy? 


Because phywoods typically measure thinner than their Va", V2", 

or 94" stated thicknesses, you usually have to rout dadoes in two 
passes using a smaller straight bit. (So-called “plywood bits” get 
you close but can't account for sheet-to-sheet variances.) Routing 


the first pass is pretty routine: Clamp on a straightedge and rout 
one edge of the dado. The second pass gets trickier, though. 
Measuring the difference accurately, moving the straightedge 
precisely, and keeping it parallel can drive a woodworker half 
nuts. These router dado guides use a scrap of the plywood to 


align that second cut precisely without moving the straightedge. 


Editor test-drive: 

The Accurate Guide uses two small 
scraps of the plywood shelf to automati- 
cally set the spacing between the first 
and second router passes for a perfect- 
fitting dado. And the Guide works the 
way youre probably already routing 
dadoes: by simply running your router 
against a straightedge. 

While building a bookshelf for my 
daughter, | installed the Guide using 
the fence-rod holes on my router. After 
positioning my straightedge to account 
for the distance between the bit and the 
Guide's fence (no scrap spacer yet), 


_ | routed the first pass for the 34°-ish 


plywood shelf with a 2°" straight bit. 
Next, | simply inserted two pieces of 
shelf scrap into the Guide's large pock- 


Editor test-drive: 

It takes three basic steps to make well-fit- 
ting dadoes with DadoWiz, as | did when 
building a plywood shelving unit for my 
garage. First, | fit the jig on my 2¥4"-wide 
clamp-on tool guide (it adjusts to fit other 
clamp-on guides as well) and clamped 
the quide to my case side. Next, | aligned 
the dado location to an index mark on the 
side of DadoWiz—to the long index mark 
for routing with a 2° bil, the middle one 
for a ¥s" bit, or the short mark for a 1s" bit. 
| loved not having to measure from the 
bit to the edge of the router subbase to 
position the straightedge. 

After installing the three gauge pins on 
the jig—again, the bit size determines the 
gauge-pin location—| set the adjustable 
stop that establishes the width of the 
dado. To do this, | sandwiched a scrap of 
the shelf stock between the index pins, 
locked the stop, and then removed the 
scrap and pins. 

Finally, | installed the supplied 1° 
Porter-Cable-style guide bushing on 
my router, and set a straight bit to cut 
the depth of the dado. With the bushing 


ets, as shown al /eff, and routed along the 
straightedge again, widening the dado. 
(For dadoes wider than %", you insert the 
Scrap pieces into the large pockets, as 
shown: for ¥a"- to vo"-wide dadoes, use 
the small pockets.) 

After making the second cut, | found 
that the shelf fit the dado almost too 
well, with no room for glue, so | simply 
shimmed each scrap piece with a “sticky 


| note” and was satisfied with the fit. Even if 


you rout dadoes only a few times a year, 
Accurate Guide is well worth it, selling for 


| just $50. 


— Tested by Jeff Mertz, Design Editor 


To learn more: 
920/589-4010; accuratewoodtools.com 


ee es tes 


by visiting our ‘- 
Web site at as 


inserted and tight against the left end of 
the guide-bushing slot, | routed a partial- 
width dado. Next, | slid the router to the 
right end of the slot and routed another 
pass, widening the dado to fit my plywood 
shelf perfectly. 

l also used DadoWiz to cut dead-on 
dadoes that fit solid stock | planed to a 
random thickness. It made no difference 
whether | used a 4", +8", or 4" bit, as 
long as the bit was wider than hall the 
thickness of the mating workpiece. The 
2160 price tag may seem high, but | can't 
imagine a faster, more foolproof way to 
rout perfect-fitting dadoes. 

—Tested by Bab Wilson, Techniques Eniitar 


To learn more: 
800/472-6950: woodline.com 
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quick and easy jig 


Avoid a four-clamp juggling act 


by utilizing two pieces of scrapwood. 


= 1 F ithout a special clamp, gluing 

2 up a mitered frame can be an 
= Wo exercise in frustration. First, 
you'll need four clamps applying just the 
right amount of pressure in two directions. 
Then if you squeeze the sides too much, the 
miters slip, and the ends push out, Now 
before you can push the ends back into 
alignment, you'll have to release the side 
clamps. Back them off too much, and out 
#o the sides. You know the routine. 

When gluing up the seven frames that 
make up the tabletop display case on page 
34, Master Craftsman Chuck Hedlund 
assembled them with ease by making a pair 
of simple glue-up pigs like the ones shown 
here. You can make your own to fit any 
size frame. Here's how. 

First, from ¥4"-thick scrap, cut two pieces 
V2" wider than the thickness of the frame 
members and 3” longer than the frame 
sides, as shown at rigit. Then install a 44° 
dado blade in your tablesaw, fasten an 
extension to your miter gauge, and clamp 
on a stopblock 12" from the blade. Adjust 
the blade to cut a dado of the depth shown, 
Now with the jig pieces on edge, cut two 
dadoes ¥&" wider than the width of the 
frame members in each piece. 

To use the jig pair, apply glue to the 
frame miters and assemble the frame flat 
on your workbench, aligning the parts with 
a framing square. (To protect the 
workbench, we covered it with a piece of 
plastic cut from a trash bag.) Then position 
the jig pieces close to the inside corners, 


36 


MITERED-FRAME CLAMPING JIG 
(2 needed) 


Wiha aes minus va" 


| Frame member width plus va" 


M4 ae 
| ah bean 


a 


Frame thickness plus 4" 


capturing the frame end members in the 
dadoes. Now apply clamping pressure to 
the frame sides. The frame ends, restrained 
by the jig dadoes, can't push out of place. 
And because the dadoes were cut using the 
same stopblock position, the frame ends 
stay perfectly parallel. Let the glue set long 
enough to grab, and then wipe away any 
excess from both sides of the frame with a 
damp cloth. # 


Length of frame 


Length of frame side plus 3° 


side member 


vt 
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Put your treasured books, 
collectibles, and craftsmanship 
on display with this stylish 
case-on-case project that’s 
surprisingly easy to build. 


fhough this handsome 
piece looks sophisticated, 
| you don't need the skills 
of a master craftsman to build it. 
Youll find the case construction 
straightforward, using biscuit, 
dado, rabbet, und groove joinery. 
The drawers assemble with sliding 
dovetail jomts that you'll easily 
form on your router table. And, 
whether you ve ever made cabriole | 
lees before or not, you'll discover 
the process for shaping them— 
using only a bandsaw, rasp, hand- 
saw, and mill file—amazingly 
simple. From start to finish, we'll 
guide you step-by-step. Let's do it! 


Begin with the bottom case 
9 From 4" cherry plywood, cut the bottom- 

mcase sides (A) to the size listed in the 
Materials List. Then, from ¥4" birch plywood, 
cut the top, middle, and bottom panels (B) 
and the divider (C) to the sizes listed. 

"} To lay out the curved bottom edges on the 
asides (A), where dimensioned on Draw- 
ing 1, cut a piece of card stock to 244x546" 
to make a half-template. Draw lines to mark 
the start and top of the curve, as shown in 
Photo A. Draw the curve, as explained in the 
Shop Tip, below. Cut the template to shape. 
#) Position the half-template on the outside 
face of a side (A), aligned with the left 
edge and bottom, Draw the curve. Now flip 
the template, align it with the right edge and 
bottom, and draw another curve to com- 
plete the layout, as shown in Photo B. Repeat 
for the other side, Now bandsaw and drum- 
sand the bottom edge of each side to shape. 
4 Using a dado blade in your tablesaw 

that matches the thickness of the ply- 
panels (B), cut two 44"-deep dadoes 
on the inside face of each side (A), where 
dimensioned on Drawing 1. Next, attach an 
auxiliary fence to the rip fence, and position 
the fence adjacent to the blade. Now cut a 
¥s'-deep rabbet across the top end of each 
side on the inside face. 
[2 To cut x14" notches in the back cor- 
eners of the three panels (B), where 
shown on Drawings 1 and 2, raise the dado 
blade to 14". Attach a 44636" extension 
to the miter gauge and clamp a stopblock to 
the extension, positioned %" from the owr- 
side of the blade, as shown in Photo GC. Now 
cut each notch in two passes, as shown. 


K coreible ww way ‘to draw 
smooth curves 

A flexible curve is easier to use than a 
French curve for drawing a perfectly 
smooth shape. Simply bend the curve 
to the marks and trace the shape, as 
shown. The rubber-coated 24° flexible 
curve we used costs about $5 (see 
Sources), and has a lead core with 
spring steel on both sides that allows 
the curve to flex easily and hold its 
shape. ‘You can bend the curve to a 
recius as 3 small as 12". 


To make a hel-anplats for drag the After aawing a curve along the bottom edge 
curved bottom edges on the case sides (A), of a side (A), flip the half-template and draw 
draw lines to lay out the curve, where shown, another curve to complete the shape. 


BY PARTS VIEW 


_LEG 
TOP VIEW 


- BOTTOM-CASE SIDE 
io (Inside face shown) 


half-template 


¥a" dado 5s" deep in top 
and middle parts (B)only 


#10 biscuit-| | 
ae _On Opposing ners 


centerline |i?! 


“on bottom face in top part @) 
only for joining cases 


BOTTOM-CASE TOP, MIDDLE, AND BOTTOM PANELS 
#10 biscuit-slot centerline: 


| FRONT LEG 
(Inside of left leg shown) 


\ isc. 

4a" cove on front face 
BOTTOM-CASE RAIL 
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Me 6x36" 
auxiliary 
extension _ 


With a panel (B) tight against the stopblock, 
cut through the panel. Shift the panel. Then 
cut it again to complete the Yex1%4" notch. 


CG Lower the dado blade to 4". Now cut a 
# centered dado on the bottom face of the 
top panel (B) and the fap face of the middle 
panel to receive the divider (C), where 
shown on Drawings 1 and 2. 
P7 On the bottom face of the top panel (B), 
& mark centerpoints for six countersunk 
mounting holes for joining the bottom and 
lop cases together later, where dimensioned 
on Drawing 1. Drill the holes. 
QpSand the sides (A), panels (B), and 
Oiivider (C) to 220 grit. Then glue and 
clamp the middle panel 
together, using a right-angle clamping 
brace to keep the assembly square. (For a 
free clamping brace plan, go to 
woolmatazine.com/ brace.) Drill mount- 
ing holes through the panel into the divider, 
where shown on Drawings 1 and 2, and 
drive the #5x2" flathead wood screws. 
Q From 44"-thick cherry, cut the six drawer 
wf cuides (D) to size, and 
tasks smooth. Glue two guides 
tight against the divider (C) 
and middle panel (B). Drill 
three mounting holes, angled 
at 10°, through the guides and 
into the panel, where shown 
on Drawings 2 and 2a. Then 
drive the #8x1I44" flathead 
wood screws. To mount the 
remaining guides to 
the middle and bottom 
panels, where dimen- 
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and divider 


{42" shank hole, countersunk 
and angled at 10° i 


44" rabbal 4" deap . 


Location of part Oe 


<9 \ Tax 10" spacer 
D> 


Using a spacer to position the drawer quides 
(D), glue and screw the guides 1%" from the 
ends of the middle and bottom panels (B). 


sioned on Drawing 2, cut a 1sx10" spacer 
from 44" hardboard. Using the spacer to 
position the guides, as shown in Photo D, 
glue, drill nonangled mounting holes, and 
screw the parts to the panels. 

1 f "y To assemble the bottom case, glue 
& VW and clamp the top panel (B) to the 
middle panel/divider assembly (B/C/D)., 


verifying the panel is square to the divider. 


EPA SLIPPERY TAPE 
LOCATION DETAIL 


#8 x 104" F.H., 
wood screw _ 


ele 


44" dadoas +4" serge 


FA] BOTTOM CASE 


Glue and clamp the sides (A), panel/divider 
assembly (B/G/D), and bottom panel (B/D) 
together. Drill tha mounting holes at 10°. 


Drill mounting holes, and drive the #8x2" 
flathead wood screws. Then glue and clamp 
the sides (A), panel/divider assembly (B/C/ 
D), and bottom panel (B/D) together, as 
shown in Photo E. Drill mounting holes 
through the top panel into the sides, angling 
the holes at 10°, where shown on Drawing 2, 
to prevent splitting of the plywood sides. 
Drive the screws. 


FRONT-LEG 
LOGATION DETAIL 
(Left leg viewed from top) 


#8 x 2" F.H. wood screw 
Le 


cons S62" shank hole, countersunk 
on bottom face, with mating 
74" pilot hole ¥2" deep 


— Te x 14" notch 
7-9 . 
#8 * 114" FH. wood screw 
Ma % 9a" F.H. wood screw 


= }-— 46" shank hole, countersunk 
| on back face 


V6" round-overs 


F | Startlines aligneg 
With the start lines anod. enigle3 a ‘frant leq 


(F) into the bit. Rout the cove, rotating the leg 
away from the bit whan the stop lines align. 


Now fashion the legs 

} From 12"-thick cherry (or laminated 44° 
ae stock), cut four 14x24%%" pieces—two 
for the back legs (E) and two for the front 
legs (F). After cutting a stopped cove in the 
front legs, you'll glue additional pieces to 
each leg for shaping the foot, 

#) Using a 4" round-over bit in your table- 
{amounted router and a backer attached to 
the miter gauge for support, round over the 
bottom edges of the back legs (E), where 
shown on Drawing 2. To prevent tear-out 
and burning of the cherry, rout the edges in 
three passes, raising the bit after each pass. 
Sand the legs smooth. 

#) lo rout a %" stopped cove on each front 
leg (F), draw start and stop lines for the 
cove ona face of each leg. where dimensioned 
on Drawing 3. Refit your table-mounted 
router with a 4s" cove bit, raised ¥«", Then 
draw start and stop lines’ on the fence, 
aligned with the bit cutting edges. Lower 
the bit to about 416°. Now rout the cove in 
each leg, as shown in Photo F. Raise the bit 
to Ys", and rout each leg again, 

§ From ¥4"-thick cherry, cut two 1x7¥ie" 

SB icces and two 2'4x7¥ie" pieces to 
complete the blanks for forming the feet 
on the front legs (F). Now glue and clamp 
the pieces to the legs, flush at the bottom, in 
the configuration shown on Drawing 3. Now 
shape the feet using the easy-to-follow pro- 
cess on page 44, 


Complete the bottom case 

J Glue and clamp the back legs (E) in the 
a& notches in the top, middle, and bottom 
panels (B), flush with the top panel. Note 
that the legs overhang the back edges of the 
panels and outside faces of the sides (A) 4". 
#)From 44"-thick cherry, cut the side edg- 
Ging (G) to size. Sand smooth. Then glue 
and clamp an edging piece to the inside face 
of each front leg (F), flush with the top and 
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Position the rail (H) tight against the left front 
leg (F), overlapping the right leg, and aligned 
with the lines. Mark the final rail length. 


back, where shown on Drawings 2 and 2b. 
You'll cut the remaining edging (1, J) to size 
to fit the case after assembling the front legs 
and rail (H) to the case. 

#) From ¥4"-thick cherry, cut the rail (H) to 
Whe size listed except '4" longer to allow 
for precise fitting between the front legs (F). 
Dry-clamp the legs to the case, flush with 
the top and overhanging the sides (A) 4", 
where shown on Drawing 2b. To easily posi- 
tion the legs, adhere 44" hardboard spacers 
to the sides, as shown in Photo G, using 
double-faced tape, and align the legs flush 
with the spacers. Draw a line across the 
front face of each leg 13%" from the top, 
where dimensioned on Drawing 2, for align- 
ing the top of the rail. Place the rail in position 
and mark the exact length, as shown. Now 
crosscut the rail at the marked line. 

# Remove the front legs (F/G), leaving the 

“aespacers in place. To cut slots for #10 
biscuits for joining the rail (H) to the legs, 
where shown on Drawing 2, draw centerlines 
at the ends of the rail on the frenr face, 
where dimensioned on Drawing 1. Then draw 
centerlines on the front faces of the legs, 
where dimensioned. Adjust your biscuit- 
joiner fence to center the cutter on the ¥4" 
thickness of the rail. Plunge a slot in each 
end. Do not change the fence position, Now, 
using a \4"-thick spacer under your joiner, 
which centers the cutter 7%" from the back 
face of the legs, plunge a slot in the inside 
face of each leg at the marked centerline, as 
shown in Photo H. 

EAs you did for the sides (A), make a half- 
a template from a 344x161" piece of card 
stock to lay out the curved bottom edge on the 
rail (H), where dimensioned on Drawing 1. 
Position the halt-template on the outside face 
of the rail, aligned with the Jet end and bot- 
tom. Draw the curve on the rail, flipping the 
template to complete the shape. Now bandsaw 
and drum-sand the rail to shape. 


CUT THE | -EG B SCUI TS —, 


B 


~ "or 

Centerlihe 15th 

from top of le = 
With your biscutt joiner on a 14" spacer and 
aligned with the marked centerline on a front 
leg (F), plunge a slot in the inside face. 


Using your table-mounted router, rout a 
ks” cove along the top edge of the rail on 
the front face, Sand smooth. 
og Glue and clamp the right front leg (F/G) 
a& to the case, again aligning the leg flush 
with the 44" spacer. Then glue and biscuit 
the rai] (H) to the leg, placing two 2" spac- 
ers under the rail to correctly position it 
from the front edges of the panels (B), as 


EE] FRONT LEG BLANK (Left leg shown) 


Outside lace 


Note: Orentation of 
laminated +4" pieces 
reversed for right leg | 


via 


2 Sw 


ay pel 
I , a 


Glue and biscuit the rail (H), positioned on 
V2" spacers, to the right front leg (F/G). Then 
glue, biscuit, and clamp the left leg in place. 


shown in Photo I. Now glue, biscuit, and 
clamp the left front leg in place, as shown. 
Remove all of the spacers. 

@>brom 44°-thick cherry planed to match 
Othe thickness of the plywood panels (B) 
and divider (C), cut the panel edging (1) and 
divider edging (J) to the sizes listed except 
¥2" longer. Sand the edging smooth. Next, 
position and mark the exact length of the 
panel edging pieces to fit between the side 
edging (G). Crosscut the edging at the 
marked lines, and glue and clamp it in place, 


EFI SLIDING DOVETAIL DETAIL (Top view) 


Ye” round-over with a Vie" shoulder 


DRAWERS (Back view) 
SMALL DRAWER 
es Dovetail-slat 22" polished-brass 
va" groove Va" dé: — ite plate pull 
va" from bation Saget | — 
\_ 4" rabbets 
| ve deep 
oe 1a" 
‘“ a 9° dovetail slot 
7 ne holem 3" deep 
vie = 


vs" dado Va" deep Sal 
4" from back end 
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1 

Backing up the fronts (L, P) with a sacrificial 
pushblock, rout a V4" rabbet 4s" deep across 
the ends and edges on the back face. 


flush with the panel faces. In the same way, 
crosscut the divider edging to the finished 
length, and glue and clamp it in place. 

Oo From 'as" cherry plywood, cut the back 
“# (K) to size to fit the case opening, Sand 


Align the top of each drawer side (1 1, Q) with 
the rabbets in the fronts (L, P). Mark the final 
width of the sides at the bottom. 


smooth. Glue the back in place. Then drill 
countersunk mounting holes through the 
back and into the panels (B), where shown 
on Drawing 2. Drive the #6x34" flathead 


LARGE DRAWER 214" polished-brass 
A | plate pull 
va" groove V4" dee V4" rabbets / PR, 31 "i6" 
ya" bean bottom e Me" deep ~_ =. 
Dovetail-slot 


va" groove 
va" deep 


| p 
4" from back end 


#Ox%" RH. it 
wood screw — 


» va" groove V4" deep 
| 4" from bottom edge 


, a ys" from bottom edge ——_ 


centerline 


Vie" Slot va" bong, 
7 entered on 
| (drawer-bottom langth 


_ - - | 
ve" Location of parts (Nj)and (A) 
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Slide over to the drawers 
From ¥4"-thick cherry, cut the fronts (L, 
P) for the small and large drawers to the 
sizes listed, Then, from ¥4"-thick poplar 
planed to ¥2" thick, cut the sides (M, Q) and 
backs (N, R) to the sizes listed except rip the 
sides Ys" wider to allow for precise fitting 
during assembly of the drawers. Now, from 
¥a"-thick edge-joined poplar planed to 44", 
cut the bottoms (0, S) to the sizes listed. 
Sand the parts smooth. 
#) Using a 9° dovetail bit in your table- 
mounted router and sacrificial pushblock 
to avoid tear-oul, rout a ¥s"-deep slot cen- 
tered |4" from each end of the fronts (L, P) 
on the back faces, where dimensioned on 
Drawings 4 and 4a. Then rout the mating 
tails on the front end of each side (M, Q) to 


form a snug joint in the drawer fronts. For 


help with machining the sliding dovetail 
joints, see the article on page /2. 
Fy Switch to a 44" straight or rabbeting bit 
win your router. Then rout a 44" rabbet 4" 
deep across the ends and then along the 
edges of the fronts (L, P) on the back faces, 
as shown in Photo J. 
JA To trim the sides (M, Q) to final width, 
mate the dovetailed sides to the fronts 
(L, P) with the top edges of the sides flush 
with the rabbets in the fronts. Mark the 
excess on the sides, as shown in Photo K. 
Then rip the sides at the marked lines. 

To rout grooves to fit the bottoms (O, $}, 
‘refit your router with a 4" straight bit. 
Then rout a 44" groove Ys" deep 44" from 
the bottom edges of the sides (M, Q) on the 
inside faces, where dimensioned. Reposi- 
tion the fence as needed, Now rout a 4" 
groove Va" deep V2" from the bottom edges 
of the fronts (L, P) on the back faces, noting 
the groove stops at the dovetail slots. For 
help with routing the stopped grooves, see 
page /4, 

MRechuck with a ¥ie' round-over bit, 
positioned to forma ie’ shoulder, where 
dimensioned on Drawing 4a. Then round 
over the ends and edges of the fronts (L, P) 
on the front faces. 

Using a dado blade in your tablesaw, cut 

a ¥2" dado 44" deep 4" from the back 
end of each side (M, Q) on the inside face, 
where dimensioned on Drawing 4, to receive 
the backs (IN, R). 
©) Lay out the location for a Vie" slot v4" 

long, centered along the back edges of 
the bottoms (O, 8), where dimensioned on 
Drawing 4b. Using a ¥ie" twist bit and drill- 
ing overlapping holes, form the slots. (The 
slots allow the solid-stock bottoms to move 
freely with seasonal changes.) 

Glue and assemble the fronts (L, P) and 

sides (M, Q). Then slide the bottoms (OQ, 
5), withour glue, in place, as shown in 


| INSTALL THE DRAWER BOTTOMS 


Le = 

the bottoms (0, $) positioned as 
shown, slide tham (without glue) into the va" 
grooves in the sides (M, Q) and fronts (L, P). 


Photo L. Next, glue and slide the backs (N, 
R) into the dadoes in the sides, tight against 
the bottoms. Now drill a pilot hole, centered 
in the slot in each bottom, into the back. 
Drive a #8x44" roundhead wood screw to 
secure cach bottom, 
l Mark centerpoints on the front face 
of each front (L, P) for #16" holes to 
mount 2" polished-brass plate pulls, where 
dimensioned on Drawing 4. (The pulls on 
the small drawers are centered: those on the 
large drawer are positioned to vertically 
align with the pulls on the small drawers.) 
Drill the holes. Set the drawers aside. 


Move up to the top case 

From +4" cherry plywood, cut the top- 

B case sides (T) and top/bottom (U) to the 
sizes listed, 

Drill ¥4" holes 44" deep for brass paddle 
@ssupports for the shelves on the miside 
face of each side (T), where dimensioned 
on Drawing § on page 44. (For quick and 
precise drilling of the 1"-spaced holes, we 
used a simple jig made from 4/3" perforated 
hardboard with a cleat to locate the holes 
l¥4" from the front and back edges of the 
sides.) For consistent drilling depth, wrap 
a piece of masking tape around the bit fora 
visual stop. 

Using a dado blade in your tablesaw that 

matches the thickness of the 44" plywood 
top/bottom (U), cul a 44"-deep rabbet across 
the top and bottom of each side (T) on the 
inside face, where shown. Now cut a 43" 
rabbet ¥" deep along the back edges of the 
sides (T) and top/bottom (U) on the inside 
faces to house the back (V). 

Glue and clamp together the sides (T) 
“aand top/bottom (U), using rght-angle 
clamping braces, as shown in Photo M. Drill 
mounting holes angled at 10° through the 
top and bottom and into the sides, where 


SCREW THE TOP CASE TOGETHER 


*__ Clamping A 


T) braces © y , id 


With the top case assembled and square, 
drill mounting holes angled at 10° through 
the top/bottom (U) and into the sides (7). 


shown on Drawing 5. Then drive the #8x2" 
flathead wood screws. 
From 4" cherry plywood, cut the back 
#(V) to size to fit the case opening. Sand 
smooth. Glue the back in place. Then drill 
countersunk mounting holes through the 
back and into the sides (T) and top/bottom 
(U), Drive the #644" flathead wood screws. 
From 1'¥2"-thick cherry (or laminated 44" 
stock), cut the pillars (W) to size. As you 
did for the bottom-case front legs (F), rout a 
Vs" stopped cove on each pillar, where 
dimensioned on Drawing 5. 
From 44"-thick cherry, cut the rail (X) to 
the size listed except 2" longer to allow 
for precise fitting between the pillars (W). 
To position the pillars on the top case, over- 
hanging the sides (T) 4", where dimensioned 
on Drawing 5a, adhere 3" hardboard spac- 
ers to the sides with double-faced tape, as 
you did when positioning the front legs (F/G) 
on the bottom case. Dry-clamp the pillars in 
place, flush with the spacers and case top 
and bottom. Position the rail tight against the 
left pillar and flush with the top (U). Mark 
the rail where it overlaps the mght pillar. 
Now crosscut the rail at the marked line. 
Remove the pillars (W), leaving the 
spacers in place. To cut slots for #10 
biscuits for joining the rail (X) to the pillars, 
where shown on Drawing 5, draw centerlines 
at the ends of the rail on the fronr face, 
where dimensioned on Drawing 1. Then 
draw centerlines on the opposing tnside 
faces of the pillars, where dimensioned on 
Drawing 5. With your biscuit-joiner fence 
positioned to center the cutter on the +4" 
thickness of the rail, plunge a slot in each 
end, Do not change the fence position. Now, 
with the biscuit joiner and back face of the 
pillars flush on your worksurface, plunge a 
slot in the inside face of each pillar at the 
marked centerlines. 
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Ores a half-template from a 344=1544" 
piece of card stock to lay out the curved 
bottom edge on the rail (X), where dimen- 
sioned on Drawing 1. Draw the curve on the 
rail, Bandsaw and drum-sand the rail to 
shape. Now glue, biscuit, and clamp the pil- 
lars (W) and rail to the case, again aligning 
the pillars flush with the spacers. Remove 
the spacers. 
] From %4"-thick cherry, cut a [ax33" 
blank to form the cove trim (Y). 
Rout a %:" cove along both edges of the 
blank. Then rip a ¥s"-wide strip from each 
edge. Mark the exact length of the trim 
pieces to fit between the pillars (W) on the 
bottom (U) and rail (AX), where shown on 
Drawing 5. Crosscut the pieces at the 
marked lines. Now glue and clamp them 
in place. 


Trim out the top case 

From 4"-thick cherry, cut two 3x70" 

blanks to form the top/bottom front 
and side trim (2, AA) and a 3x32" blank 
for the bottom back trim (BB), Chuck a 
thumbnail table-edge bit in your table- 
mounted router. Making three passes and 
raising the bit with each pass, rout the pro- 
file shown on Drawing 5b along one edge 
of the two 3x70" blanks. Sand the three 
blanks smooth, 

From the two 3x70" blanks, miter-cut 

the top/bottom front-trim pieces (7) to 
the finished length of 37", where shown on 
Drawing 5. Then miter-cut the side-trim 
pieces (AA) to 1456" long (14" longer than 
the finished length) to allow for precise fit- 
ting on the case. 

% Draw lines for locating the trim (7, AA, 
#8BB) on the top and bottom (U), where 

dimensioned on Drawing 5¢ and indicated 
by dashed lines. Position the top case on 
your workbench with the back down. Apply 
glue to the top (U) in the mating area for the 
front-trim piece (4). Now clamp the trim in 
place, centered side-to-side and aligned 
with the marked line. Repeat to mount the 
front trim on the bottom (U). 

Place a side-trim piece (AA) in posi- 

tion on the top (U), aligned with the 
marked line and tight against the mitered 
front trim (4). Mark the finished length of 
the side trim, as shown in Photo N, Cross- 
cut the trim along the marked line. Next, 
apply glue to the top (U) and the mating 
mitered ends of the front and side trim, 
Clamp the side trim in place. Drill mount- 
ing holes, where shown on Drawing 5, and 
drive the #8x144" flathead wood screws. 
(We reinforced the side-trim attachment 
with screws to avoid the use of long 
clamps.) Repeat to mount the remaining 
side-trim pieces, 


TOP CASE 


Thumbnail profile 


%" to centerline 


of biscuit slot 
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¥a" deep 
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MARK THE SIDE-TRIM LENGTH 


. a - 
Holding the side trim (AA) in position on the 
top (U), mark the final length of the trim at 
the back edge of the top. 


™! Mark and crosscut the 3x32” blank for 
# (he bottom back trim (BB) to length to 
fit snugly between the side trim (AA). Glue 
and screw the trim in place, 


Add the shelves 

From #4" cherry plywood, cut the shelves 

(CC) to size. Then, from 44"-thick 
cherry, cut a 4x33" blank to form the shelf 
edging (DD). Rout a +s" cove along both 
edges of the blank. Then rip a 1"-wide strip 
from cach edge. Cove and rip the blank to 
make one more edging strip. 

Glue and clamp the edging to the shelves, 

flush with the top faces and centered 
end to end. (The edging overhangs the bot- 
tom faces of the shelves ¥4".) Then trim the 
edging flush with the ends of the shelves. 
Sand the shelves smooth. 


Finish up 
Using a helper, position the top case on 
the bottom case, flush at the back and 
centered side-to-side, with the bottom side 
trim (AA) overhanging the back and front 


SHOP TIP ae 


Get the color you really want 
by blending stains 


Ever tested a couple of close-colored stains on scrap 
before finishing a project and wished fora tone somewhere 
between? Here's how to get that between color. 

Using the same type of stains from the same 
manufacturer, add a small amount of one stain (we used 
3 ounces) to a graduated container. Now estimate the 
appropriate amount of the second stain, add it, and stir 
the mixture, Apply the mix to scrap, making note of the 
ratio. Repeat to test various ratios. For best results, let 
the stain samples dry and topcoat with the finish you plan 
to use. For the bookcase, we selected a 50/50 mix of 
Varathane Premium Wood Stains no. 263 Mission Oak 


and no. 233 Golden Mahogany, 


woodmagazine,.com 


JOIN THE CASES TOGETHER ~ 


W overhang of -~ 
bottom side tim @)—" 


oO nab 
Using a 12d nail, mark centerpoints through 
the mounting holes in the bottom-case top 


panel (B) on the top-case bottom trim (Z, AA). _/ 


ETOP AND BOTTOM CASE 


legs (E, F) 4", where dimensioned on Draw- 
ing 6. Reach inside the bottom case and, 
using the mounting holes in the top panel (B) 
as guides, mark centerpoints for pilot holes 
on the bottom front trim (#4) and side trim, 


Mission 
Oak 


GET SECTION VIEW DETAIL 
ae Pa 


#8 x 1¥4" F.H. 


wood screw io" shank 

for joining top hole, 
and bottom: countersunk | 
cases together : 


as shown in Photo 0. 
Now remove the lop 
case, and drill ’/s3" pilot 
holes Yo" deep at the 
marked centerpoints. 
Sand any areas of 
efithe bottom case, 
top case, drawers, and 
shelves that need it to 
220 erit, and remove 
the dust. 

Apply a stain and 

clear finish of your 
choice. (We applied a 
blend of two oil-based 
stains to our project, 
followed by two coats 
of water-based satin 
polyurethane, For more 
on blending stains, see 
“Get the color you really want by blending 
stains,” below.) 

Mount 2/2" polished-brass plate pulls on 

the drawers, where shown on Drawing 4, 
using the screws supplied with the pulls. 


Golden 
Mahogany 


From bottom up, 25/75, 50/50, and 75/25 mixes 


of Mission Oak/Golden Mahogany 


= For smooth-sliding drawers, cut 18 pieces 
a of slippery tape 11%" long from a |"*18' 
roll. (See Sources.) Remove the protective 
backing from the strips. Then press the strips 
into place on the top, middle, and bottom 
panels (B) and drawer guides (D), where 
shown on Drawing 2 and dimensioned on 
Drawing 2a. Position the outer strips on the 
battom faces of the top and middle panels in 
line with the outer strips on the fep faces of 


B esos a 1" S46" BP 3 
C divider m1" 84" BP 1 
D drawergudes ow Mw 1m C 6 
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L fronts Ve 5°" 151¥ie" 2 
M° sides WoS4e’ tue P 4 
N backs Wo4ve" 138 PO 
O bottoms vi 12" 13 EP 2 


Va KP Va x ha Cherry (5.3 bd. ft.) 


¥4x 5Y4 x 96" Poplar (4 bd ft.) | . = 
‘rane of rsa othe thicoeses std inthe Materials List gE 


¥a x SV2 x 72" Cherry (3 bd. ft.) 
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the middle and bottom panels. Using a sharp 
utility knife, trim the tape on the ¥4"-tall 
drawer guides flush with the top faces. 
Finally, using your helper again, move 
the cases, drawers, and shelves where 
you wish to locate the bookcase. Reposition 
the top case on the bottom case, and drive 
#8x1/4" flathead wood screws through the 
mounting holes in the bottom-case top panel 
(B) into the top case using a small screw- 


P front MSV BM Ct 
O° sides i" 64a" 124" P 2 
_R_ back vi Sivi" 20%e" Pt 
S$ botlom Mi" 12" 200" EP 1 
T sides “11% «66B" CCP OO8 
U  top/bottom 11%" 334" CP 2 
Vo back We agv" 554" CP 1 
W pias 4" 14") «#656" CCS a 
x” rail Ww 631K" OC 1 
¥ covetim ww 34" «€6C 2 
fia front trim yy af C 2 
» [opi bottom P . 
BB” im ha ag ih Baa 
GC shelves ¥e" 100" Gen" CP 3 
DD* shefedgng 1 gM Cc 3 


x 48 x 96" Cherry plywood 


driver. Slide in the drawers, Then position 
the shelves where desired, using 4" brass 
paddle supports, where shown on Drawing 5. 
Now round up your favorite books, maga- 
zines, and collectibles, and place them in 
your masterpiece with pride, # 


Written by Owen Duvall 
Nlustiratians: Roxanne LeMoine;: Lorna Johnson 


"Paris initially cut oversize. See the instructions. 

fEach front jeg (F) is formed by laminating ¥x1tox74a" and 
vax? \axi ye" pieces io the bottom of a 1¥orlex2d4i"-long 
place, as explained in the article. 

Materials key: CP-cheny plywood, BP-birch plywood, 
C-cherry, LO-laminated cherry, P-poplar, 

Supplies: FGcd4", #1 \i", and #82" flathead wood 
screws; Gouble-faced tape; #10 biscuits: #f44" roundhead 
wood screws for assemibiy of drawers; 12d nail. 

Blade and bits: Dado-blade sat: 4" round-over, 4s" cove 
and thumbnail table-edge router bits. For machining of 
drawers: 9° dovetail, +4" straight or rabbeting, 40° round- 
OVer, and 4° straight router bes. 

sources 

Hardware and tape: 4° brass paddle suppors no. 
BSZ06.04, $5.25 pkg. of 20 (1 pkg.); 204" polishad-brass 
plate pulls no. 01G02.02, $9.60 ea. (4): 1"*18" slippery tape 
no, 2500404, $9.50, Call or click Lee Valley, B00/871-8158; 
Flexible curve: 24° fieable curve no. 07K01,01, $4.95. 
Phone number and Web address above. 

Table-edge router bit Thumbnail tabl-edge router bil wilh 
4" shank no. 8560, $31.00. Call or cick MLCS, 
BOW5S33-9298; micswoodworking.com. 


va x 46 x 48" Birch plywood 
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Form this classic-styled leg in just one hour 


using four tools and a super-simple process. 


Pe hink that shaping a cabriole leg 

a] : is difficult? So did Design Edi- 

gl tor Jeff Mertz—until he devel- 

oped a simple method for making the 

front legs for the bookcase featured on 

page 38. His straghtlorward procedure 

lets you quickly craft a leg using only a 

bandsaw, rasp, handsaw, and mill file. 

“Even with no previous experience, your |! 
be amazed at how easy it 1s." Jeff says. 

For best shaping results, use a tight- 
fruined hardwood, such as cherry, walnut, 
or mahogany. Also, when contouring the 
leg after bandsawing it to rough shape, use 
a half-round rasp with /raned-cur instead of 
machine-cur teeth. Although both types do 
a fine job removing material, the random 
tooth pattern of the hand-cut rasp leaves a 
much smoother surface that needs less 
sanding. (We used an 8" hand-cut hallf- 
round rasp, no. 62W25.08, which costs 
about $20 at Lee Valley; 800/871-8158; 
leevalley.com.) Even better, if your budget 


perms, consider the créme de la créme of 


rasps—a #49 pattern maker's rasp, costing 
around $40, The hand-cut teeth of this tool 
produce the least chatter, a more even cut, 
and the smoothest surface. 

If you've never made a cabriole leg, prac- 
tice rounding over edges and shaping areas 
ona scrap of the same wood type with yousr 
rasp to get used to the cutting action. When 


you're comfortable controlling the rasp, 
you're ready to shape a leg. Using a lami- 
nated blank for making a front leg (F) for 
the bookcase, here's how to do it. 


BY LEG BANDSAMING SEQUENCE 
(Right leg shown) 


Outside 
face 
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Make a template, and 
draw the shape on the leg 
(1) Cut a piece of card stock to 244x9" to 
make a template for marking the shape. 
Photocopy the full-size cabriole leg pattern 
from the WOOD Patternse insert. Spray- 
adhere the pattern to the card stock, Then 
cul the template to shape along the pattern 
lines with a sharp crafts knife. 

For a right leg, position the template 
with the pattern side up on the outside face 
of the leg, aligned with the bottom, edges, 
and upper 1¥5"-square portion of the leg. 
Draw the shape. Flip the template over (pat- 
tern side down) on the front face of the leg, 
and draw the shape again, as shown at rigs, 
For a left leg, position the template with the 
pattern side up on the front face of the leg, 
aligned with the bottom, 
edges, and upper l|l*- 


square portion of the leg. 
Draw the shape. Flip the 
template over (pattern side 
down) on the eutside face 
of the leg, and draw the 
shape again. 
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Bandsaw the leg using 

an easy series of cuts 

(2) Using your bandsaw with a 44" blade, 
make Cut | along the outside face of the leg 
and then along the inside face, where shown 
on Drawing 1, to remove the material be- 
tween the foot and top of the leg. 

(3) Make Cut 2 on the outside face of the 
leg, where shown, removing the material 
between the foot and knee of the leg. Save 
the cutoff. Do not make Cut 2 on the front 
face of the leg until Step 6. 

(4) Make Cut 3 on the outside face of the 
leg to remove the material between the knee 
and top of the leg. Again, save the cutoff, 
(5) Adhere the cutoffs from Steps 3 and 4 to 
the leg using double-faced tape. 


(6) Repeat Steps 3 and 4 on the fronr face of 
the leg. Remove the cutoffs. 

(7) To define the area for the 1"-diameter 
pad, make two straight cuts—Cuts 4— ¥1«" 
deep into the bottom of the leg on the front 
and then outside faces. 

(6 ) With the front face of the leg up, make 
Cut 5 from the top of the foot to the straight 
cut at the bottom to remove the bottom por- 
tron of the foot along the inside face. Then, 
with the outside face of the leg up, repeat 
the cut to remove the bottom portion of the 
foot at the back. Now make Cuts 6 to remove 
the remaining bottom portions of the foot. 
After making the first Cut 6, tape the cutoff 
in place to make the second Cut 6, Discard 
the cutolfs. 
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Now rasp, file, and sand 

toa smooth, f flowing shape 
9) ) To protect the ies from damage during 
rasping and filing, wrap several layers of 
masking tape around the bottom 2” of the 


square portion of the leg. Then, on each of 


the four faces, draw a centered line from the 
top of the leg to the top of the foot. 


(10) Clamp the leg in a vise. Using the flat 
side of a half-round rasp and an arcing 
motion, round over an edge of the leg 
between the marked centerlines, working 
from the top of the leg to the ankle, where 
the edge transitions from a convex [0 ¢on- 
cave shape, Round the edge to the center- 
lines. If you accidentally remove any of the 
lines, redraw them. Don’t worry about the 
rasp marks. They'll clean up quickly later. 
(11) Switch to the round side of the rasp. 
Now complete rounding of the edge to the 
top of the foot. Repeat Steps 10 and 11 to 
round each of the remaining edges. 

(12) On the bottom of the leg, draw a cen- 
tered 1" circle. To remove the corners of the 
pad, make +i6"-deep cuts, close to the circle, 
into the bottom of the pad, using a fine-tooth 
saw. Make sure you don’t cut into the foot. 
Then make cuts into the sides of the pad to 
free the corner pieces. 

(43) Using a square-edged mill file, round 
the edge of the pad. 

(14) Switch to your rasp. Using the flat side, 
round over each corner of the foot between 
the centerlines. Blend as needed to form a 
round foot approximately 244" in diameter. 


Top of foot 


Rasp positioned ¥ 
round side d Vl 


Rasp positioned 


flat side down 


You may find it helpful to check the round- 
ness using a compass with the point centered 
on the pad. 

45) To complete shaping the foot, draw a 
line around the circumference |" from the 
bottom of the pad. 

(16) Using the flat side of the rasp, round 
over each of the corners of the foot from the 
marked line to the pad, again blending the 
areas together to create a round shape. 

(17) To complete the shaping, use the round 
side of the rasp to round over the top of the 
foot from the ankle to the circumference 
line, leaving a crisp and uniform edge. 

(18) Finally, examine and feel the leg for any 
ridges, facets, and deep rasp marks. Blend 
the areas, taking light strokes with the rasp. 
Then sand the leg smooth. Start with &0 
grit, which quickly removes the remaining 
rasp marks, and progress through 120 

180, and 220 erits. Now polish off your 
shapely masterpiece with a stain and clear 
finish of your choice, # 


Nusiration: Roxanne LeMoine;: Lorna Johnson 


Round foot to about 
2 Va" diameter, 


Maintain crisp, 
yen edge. 
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A new product helps you 
tweak stains or film finishes 
for the exact tint you want. 


Lf oors, sometimes “close” isn't 

@ close enough. Now there's a ver- 
satile colorant to help you do that job: Mixol 
linting paste. Unlike stains or dyes, Mixol 
contains no binder, so you can add it to oil- 
or Water-based stains or film finishes. 

As with dyes, you can mix two or more 
colors for additional shades beyond Mixol’s 
32 stock colors. Because the colors come 
from pigments, they fade less than dyes. 

Mixol has limitations, though. Colors 
cannot be used alone without a binder, 
(Binders are @ component in stains that 
serve to lock the pigment particles onto the 
wood surface so they don’t dislodge when 
you brush ona film finish.) Mixol’s pigment 
particles can settle out of thin-bodied stains 
and finishes (such as lacquers and thinned 
shellac), so stir the solution thoroughly 
before and during use. 
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Four ways to use Mixol i in 2B iter workshop 


1 Fine-tune stain colors 


Whether you're matching existing furnish- 
ings or stained millwork, color matches 
don’t always come straight from a can. You 
may need to add more red, green, or yellow, 
or perhaps darken the original stain color. 

The four red oak sample boards at right 
show the results of adding | teaspoon of 
Mixol pigment to a half-cup of Varathane 
pecan stain. Add bold Mixol colors, such as 
red (10) and maize yellow (6), for the most 
dramatic changes. For:subtle stain color 
changes, use earth shades, such as Mixol 
umber (2), brown (3), red (4), yellow (5), 
chestnut (20), and dark brown (23). 

To match an existing finish, start with a 
stain that’s closest to matching the color you 
want, Pour enough of this stain to coat your 
project into a separate container. Then either 
lighten this base color by thinning it with 
mineral spirits or darken it by adding black 
Mixol (1) or darker browns such as tobacco 
(22) and dark brown (23). 
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| “Red mt eh sl | jan (1 | 
Starting with straight Varathane pecan stain 
(upper left), we added 1 teaspoon of Mixol 
in various colors to half-cups of stain to 
change its tint. 


Fir green (12) added! 


Pick a pigment 


Mixol pigments range from earth tones to 
bright primary colors. Some of Mixol's 32 
colors are shown. Oxide pigments(*) re- | 
sist fading from exposure to sunlight. 


Brown’ (3) Red" (4) Yellow" (5) 


* 
Gg 
* 
| 
| 
4 | 
q 


Camel (19) Chestnut* (20) Terrabrown' —Tobaceo" (22) 


Umber (2) 


| 
| 
| 
] : 
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Maize yellow (6) Red (10) 


Violet (11) Gieant14) ‘Mustard (17) Dk. brown (23)* 


Fir green (12) 
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Maka c one can wa Danish oil finish do the work of six, To create these five SARtOIRCotONS: We 
mixed a quarter-teaspoon of differant Mixol shades in quarter-cups of finish. 


Pracice your color matches on project 
scrap that’s sanded to the final grit used on 
the wood. To start, apply the stain to the 
scrap and compare it with the color you're 
matching. Working under the same type of 
lighting as where the finished project will 
be displayed, determine which shades need 
to be added, usually red, green, or yellow, 
Add just 10 drops of colorant at a time per 
cup of stain to build toward a match, Com- 
pare scrap samples, as shown at the top of 
page 52, with the target color while the stain 
is still moist to estimate how the color will 
look beneath a film finish, 


2 Make a brush-on toner 
Add Mixol to any clear film finish to create 
a toner. A toner is a tinted layer of film fin- 
ish applied between layers of clear finish to 
reduce color differences among different 
boards, Unlike a pigment stain, it doesn’t 
enhance color contrasts between earlywood 
and latewood in the grain, On quartersawn 
oak, it equalizes the color between ray 
flecks and the surrounding surface. 

You can make toner from any clear fin- 
ish, but we decided on “4-pound cut ultra- 
blonde shellac because it dries quickly, 
bonds with most other finishes, and can be 
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removed with denatured alcohol if you're 
not satisfied with the color. To create the 
toner shown below, we first mixed '4-ounce 
of shellac flakes with 4 ounces ('2-cup) 
of denatured alcohol. To that, we added 
one teaspoon of dark brown (23) Mixol. 
This thin coating produced an even color 
over beth the grain and flecks in quarter- 
sawn oak that had earlier been sealed with 
rates SUROREL. 


Shellac tinted with Mixol creates a 
toner that leaves a uniform color on this 
quartersawn oak board. 


3 Customize an oil finish 
Oil-varnish finishes, such as Danish oil, 
give wood a muted, natural finish, but their 
color ranges are limited. Adding Mixol to 
clear or “natural” Danish oil steers the wood 
color in the direction you want. The oil in 
the finish helps distribute the pigment, while 
the small amount of varnish dries to lock it 
in place. 

As shown at /efr, Mixol colors can 
increase the amount of red, green, or yellow 
within a shade of brown. Control the color 
by starting light and building up darker 
colors ine multiple coats. 


CA +4 | ITI¢ ON 


Pigment doesn't reduce the flammability 
of rags soaked in Danish oil. To prevent 
spontaneous combustion, allow oily rags 
to dry thoroughly before discarding. 


4 Tint water-based finishes 
Add bright Mixol colors to water-based fin- 
ishes to create a translucent topcoat for 
projects such as toys. Mixol can be added 
directly to the finish, unlike powdered dyes 
that first must be dissolved in water to avoid 
reacting with the finish and forming clumps. 
Experiment with different colors by starting 
with one teaspoon of Mixol in a half-cup of 
water-based finish. 

In addition to the violet (11) shown below, 
choose from primary colors; pink, greens, 
and oranges; OF MIX pigments to come up 
with your own shades. # 


Combine Mixol with a water-based clear 
finish to create a colorful translucent 
coating that won't yellow with age. 


SOUCES 
Mixol: $4.99 for 20 ml (just over 4 teaspoons), Wooderalt, 
BOW225-1153, or visit woodcraficom. 
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Add glass shelves or remove them altogether to suit your collection. 


pend a few minutes fine-tuning your tablesaw miter gauge to 
exactly 45°, and you'll breeze through this project. Along the 
way, you'll pick up valuable tips on cutting and gluing mitered 
frames. When you're finished, let the size of the items in your col- 
lection determine the number of glass shelves. We'll show you how 
to finish the edges of the glass shelves right in your own shop. You 


can easily access the shelves and collectibles through a side door. 


a4 


Build the case parts 

From '2"-thick stock, cut the stiles (A), side rails (B), end rails 
a (C), top sides (D), and top ends (E) to the widths and 1” longer 
than the lengths listed on the Materials List. Then with a Ys'-kerf 
blade in your tablesaw, cut ¥s"-deep grooves in all the parts, where 
shown in Step 1 of Drawing 1. Now switch to a ¥a" dado blade, and 
cut 44" rabbets +" deep, where shown in Step 2. 


WOOD magazine September 2006 


FORM THE FRAME PARTS 


¥5" round-over routed 
after assembly 


Auxiliary _ 
wood fence | 


475 x 1476" singla-strangth glass 


4a" round-over along top and 
bottom routed after assembly 


CASE FRAMES 


10% x 15740" 
single-strength glass 


Ya" round-over along all outside 
edges routed after assembly 


A MITERED STOPBLOCK GUARANTEES ACCURATE PART LENGTHS 


Align one man of a stile (A) with the extension saw art Clamp iin: 
stopblock against the other end, and miter the stile. 


To miter the stiles (A) to length, first attach an extension to your 

lablesaw miter gauge. Then cut a 45° miter on one end of a 
stopblock, cutting a saw kerf through the extension, Now miter all 
the stiles to length, as shown in Photos A, B, and C. Repeat with the 
side rails (B), end rails (C), top sides (D), and top ends (E). 

% Glue and clamp the side frames (A/B), end frames (A/C), and 

top frame (D/E) in the arrangement shown on Drawing 2, mak- 
ing sure the frames are flat and square. To simplify your glue-ups, 
see page 36. With the glue dry, sand the miters smooth. 

To mark the side frame stiles (A) for shelf support holes, first 

apply masking tape to the inside faces of the stiles, and mark the 
top ends. Then lay out the hole centers on the tape, where dimen- 
sioned on Drawing 2. Now chuck a's" brad-point bit into your drill 
press, position the fence 44" from the bit center, and drill 4"-deep 
holes. Finish-sand the inside faces of the frames. 


wil 
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Mark the finished length on the stile (A), and align the mark with the 
saw kert, Position she Sopot against the inttered ang. 


With the mitered end of the stile tA) captured by the mitered end of 
the stopblock, miter the stile to finished length. 
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ER] SHELF SUPPORT DETAIL 


va"-|.0, aquarium | 


air hose ‘4" long 


vi" brass rod 
Ve" jong 
Sand slight 
chamfers. 


Draw +s" radii on the side frame (A/B) 
corners, where shown on Drawing 3, 
and disc-sand to the lines. For perfect radius 
comers, see the Shop Tip felow. Do net 
round the corners of the end frames (A/C). 
Then rout 44" round-overs along the outside 
edges of the side frames and only the out- 
side top and bottom edges of the end frames, 
where shown on Drawing 2. Now rout 4" 
round-overs along the bottom edges of the 
top frame (D/E). 
& Plane stock to 's" thick for the glass stop 
blanks (F), checking for a snug fit in the 


SHOP TIP 


How to rout perfectly 

round corners 

Dise-sanding to a pencil line is the 
easiest way to round a comer. But for 
the corner to look good, you have to 
carefully sand to the layout line. To 
round the corners of the side frames 
(A/B) in this project, you'll have to 
duplicate that first corner seven more 
limes. Here's an easier way. 

First, chuck a round-over bit (38" for 
this project) into your table-mounted 
router, and position the fence flush 
with the bit pilot bearing. To prevent 
chip out and keep the frame square to 
the fence and the router-table top, 
clamp it to a 2x4 follower block, as 
shown at right. 


10% x 157%" - 
single-strangth glass | 


4s" round-over 


Ve" rabbet 
ve" deep, 
cut after assembly 


Bax lee Ff 
double-strengin |i 
la HE 


frame saw-kerf grooves. Then cut the 
blanks to size and finish-sand them. Now 
referring to Drawing 2, cut the individual 
stops to length, and test fit them. Remove 
the stops and set them aside. 

From 44" birch plywood, cut the bottom 

panel (G) to size. Then from ¥4"-thick 
stock, cut the side bands (H) and end bands 
(1) to width and 1” longer than listed. Now 
miter two side and two end bands to fit 
around the bottom panel. When cutting the 
bands for the panel, cut the remaining end 
and side bands to the same lengths. 


2x4 follower block 


&o" shank hole, 
pig lattes 


Select two end bands (1) for the door end 
of the case, and mark hole centers for 

the magnetic catches, where shown on 
Drawings 3 and 3a. Make sure the parts are 
mirror images, with the hole centers 14" 
from the bottom edge of the upper band and 
4" from the fap edge of the lower band. 
Mark one “top” and the other “bottom.” 
Then chuck an $mm or *4" brad-point bit 
into your drill press and drill 44"-deep holes. 
Now, referring to Drawing 3, glue and clamp 
one set of bands (H, 1) to the bottom panel 
(G) and make an open frame from the other 
set of bands, keeping the door-end bands in 
mirror-image orientation. 

(To rabbet the top outside edges of the 

FPbottom (G/H/1) and the bottom outside 
edges of the band frame (H/T), where shown 
on Drawing 3, attach an auxiliary fence to 
your tablesaw and position it so a s"-kerf 
saw blade just graves the surface. Adjust the 
blade to cut 2" deep and cut the rabbets. 
Note: Before cutting tre rabbets, dry- 
assemble the side frames (A/B) and end 
frames (A/C). Make sure the frames are 
flush at the ends. Measure the inside width 
and feneth of the case. These dimensions 
should be Vo" less than the width and length 
af the bottom and band frame. If your 
dimensions are different, make the neces- 
sary adiustments te the rabbet widths, 
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Make the base 
"3 From 44"-thick stock, cut the base sides 

(J) and base ends (K) to the width and |" 
longer than the lengths listed. Then chuck a 
v4" round-over bit into your table-mounted 
router, and rout the top outside edge of each 
part. Miter the parts to length. 

Make four photocopies of the Base End 

aPatterns on the WOOD Patternse 

insert, Adhere them with spray adhesive to 
the base parts J and K. Then bandsaw and 
sand the parts to shape. 
Py Cut a 4x1'4x12" blank for the corner 

blocks (L), and cut four blocks, as shown 
in Photos D and E. Then drill a 442" counter- 
sunk shank hole, centered in each block, 
where shown on Drawing 3. 

Glue and clamp the base sides (J) and 

base ends (K) in the arrangement shown 
on Drawing 3. Then glue and clamp the 
corner blocks (L) with the countersinks on 
the bottom. With the glue dry, finish-sand 
the base. 


Assemble the case 


Place the bottom (G/H/T) on your work- 


bench. Apply a thin bead of glue to the 


STEP. BY-STEP CASE eo 


—— woe 
[gq magnetic catch 


iF Glue and clamp a side frame (A/B8) and an end 
frame (A/C) to each other, flush at the outside corner, 


and to the bottom (G/H/1). 


Ce] Apply glue to the side band and end band rabbets 
and clamp the band frame (H/I) to the side frame 


(4/B) and end frame (A/C). 


E27 Apply glue to the edge of the end frame stile (A) 
and the side band (H) rabbets, and clamp the side 


frame (A/B) in place. 


1 Squeeze a thin bead of glue onto the top of the 
band frame (H/I), center the case on the top (D/E), 


and clamp the case in place. 


iy Clamp the base, centered, to the case. Using the 
corner block (L) holes as guides, drill pilot holes and 


screw the base in place, 


FOR CORNER BLOCKS, MITER, FLIP, MITER, AND REPEAT 


\ 


D rel NS 
Align the end of the blank for the corner 


blocks (L) with the saw kerf in the 
extension, and cut off a waste triangle. 


side of one side band rabbet and the rabbet 
in the end band wirhowr the hole for the 
magnetic catch. Then apply glue to the edge 
of one stile (A) of an end frame (A/C). Now 
assemble the end frame, side frame (A/B), 
and bottom, as shown in Photo F. Make sure 
the frames are fully seated in the bottom 
rabbet. Next add the band frame (H/T) as 
shown in Photo G. Finally, glue and clamp 
the second side frame in place, as shown in 


) 'E . 5 4 
Flip the blank, align the end of the first cut 


| Comer alls ned 
= with this side of 


| the saw kerf 


with the saw kerf, and cut a corner block (L). 
Flip and cut three more times. 


Photo H. To make sure the case is square at 
the door end, dry-fit the second end frame 
(the door) in the opening. 

With the glue dry, finish-sand the out- 
el side of the case. Then remove the dry-fit 
end frame (A/C). Now placing the top (D/E) 
upside down on riser blocks for clamp head 
clearance, glue the case to the top, as shown 
in Photo I. Next add the base (J/K/L), as 
shown in Photo J. 


EW BEVELING THE DOOR EDGES 


6'si8" 
@ ~ Outside face 


| Gv" 


ne = 
_- Outside 


Fit the door 
Retrieve the door (A/C) and bevel-rip 
& one stile (A), where shown in Step 1 of 
Drawing 4. Then bevel the door to finished 
width, as shown in Step 2. Now bevel the 
top and bottom door rails (C), where shown 
in Step 3. Next drill a %é" hole 44" deep for 
the knob, where shown on Drawing 3. 


a the hinges on the door, where — 


ashown on Drawing 5, and hang it in the 
case opening. Press the magnetic catches 


Catch strike location 

made easy and dead-on 

When locating the catch strikes on the 
door in this project, you'll want to make 
sure they align with the magnets and 
clear the edge of the rabbets in the 
end bands (I). Here's how to ensure 
exact placement. 

With the magnetic catches in place, 
insert the strike screws in the strikes 
and position them on the catches, Vie" 
from the rabbet bottom, as shown at 
right. Then close the door, pressing it 
onto the screw tips. The screws mark 
the centers of the strike counterbores 
and pilot holes. 


DOOR (Inside face shown) 


12mm or '8/a2" counterbore 
Vie’ deep with a ‘ 

Vie" hole Vie" deep, 
centered inside 


5° bevel 


Fe” brass knob, 
centered 


ea” hole Va" deep. 
centered on front face 


FJ 
Catch strike 


into the holes in the end bands (1). Then to 
mark the positions of the catch strikes on 
the door, see the Shop Tip below. Remove 
the door, chuck a 12mm or "42" brad-point 
bit into your drill press, and drill 4is"-deep 
counterbores. Now drill Vie" pilot holes #16" 
deep, centered in the counterbores. 


15° ioe 


Ve x 4% x 1076" single-strength glass 


#3 x 34" brass F.H. wood screws 
Al —_ 


ae 
: a x 1¥2" brass 
— no-mortise hinge 


Apply finish and assemble 
Remove the hinges from the door and 
finish-sand the case and door, where 

needed, Cover the magnetic catches with 

small circles of masking tape, Apply a stain 

if desired. (We applied Varathane no. 245 

Traditional Cherry stain.) Let the stain dry 

for 24 hours, and apply a clear finish. (We 

applied two coats of satin polyurethane from 

a spray can, sanding between coats with 

220-prit sandpaper.) 

f) Remove the masking tape from the mag- 
netic catches. Screw the hinges, catch 

strikes, and knob to the door. Hang the door 

in the case opening. 
Have single-strength glass cut to the 
sizes shown on Drawings 2 and 5 for the 
case sides, end, door, and top. Have double- 
strength glass cut to the size shown on 

Drawing 3 for the shelves. To remove the 

sharp edges from the shelves and give them 

a finished look, see the Shop Tip opposite 

page, top. Install the glass and glass stops 

(F). where shown on Drawing 3b, and as 

shown in Photo K. 
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Aj From ¥s" brass rod, cut eight 


hacksaw. File or sand a slight cham- 
fer on both ends of each support, 
where shown on Drawing 3c. Press 
the shelf supports into the holes in 
the side frame stiles (A). Then cut 
V4"-long pieces of a" plastic aquar- 
ium air hose and slide them over 
the supports. Install the shelves. 
Now give the display case a promi- 
nent piece of tabletop real estate 
and proudly display a few of your 
favorite things, # 

Written by Jan Svec with Chuck Hedlund 


Project design: Kevin Boyle ene es ies raceaton sre! | Pee 
lustratons: Roxanne LoMoine; Loma Johnson Laying each case face flat on your workben 


44x So x 60" Mahogany (2.5 bd. ft.) 


SHOP TIP 


A little extra effort yields 
finished glass edges 


Quickly removing the sharp edges from the 
glass shelves in this project with fine 
sandpaper and a sanding block makes them 
safe to handle. But with just a little extra work, 
you can give them a smooth, uniform, good- 
looking ground edge. Here's how. 

First, adhere 220-gril wet/dry sandpaper to 
a smooth, flat, water-resistant substrate with 
spray adhesive. (We used a piece of ¥4"-thick 
melamine-coated particleboard.) To 
accommodate the length of the shelves, use 
two sheets in the arrangement shown at right. 
Then dribble water onto the sandpaper. 
Wearing leather gloves to protect your hands, 
work one edge of the shelf back and forth, 
using moderate pressure and long even 
strokes. Keep the sandpaper wet. Periodically 
inspect the edge by wiping it with a dry cloth. 
When all shiny spots have been replaced by a 
dull sheen, tilt the shelf 45° one way and then 
the other, giving it a few strokes in each 
position to ramove the sharp edges. Repeat 
on the other three edges. 


. 


&'2"-long shelf supports with a 


a 
i. 


tion the glass in the frame and press the glass stops Supplies: #8%11" flathead wood screws, #3x34" brass 
(F) into the grooves. 


1 = © 
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ess listed in the Materials List. 


4 x 12 x 24" Birch phy wooded of 90 lo rockler.com. 


Fig! ta ae 
wt ‘a a yp he 


a 


a 


wel/dry sandpaper 


i. 


= 


INSTALL THE GLASS AND STOPS 


ae J" sides ice . 
: a K* ends ~ Mm M 
| : i me > 3 L" qf comer blocks we Ww M . a | 
Me eee ‘Parts initially cut oversize, See tha instructions. 
(aaa RRR RE ag s initially cut oversize 
bee . 


oe i 
a . 
: ei 


ae 


Si- Materials key: M-mahogany, BP-birch plywood. 


maa 


ch, po 


flathead wood screws (6). spray adhesive, single-strenglh 
glass, double-strangth glass, \"-diameler brass rod, 
ve-inside-diameter plastic aquarium air hose, 

) Blade and bits: Stack dado set, 4" round-over router bit, 
ve" brad-point bit, Omen orty.." brad-point bil, 12mm or ty" 
brad-point bit. 


Source 

Hardware, vex1'4" slatuary bronze no-mortise hinges 
mo. 26670, $1.79 pr: Y"-diametar magnetic caiches 

no. 29272, $5.79 pack of four; #3x%4" brass flathead wood 
screws no, 2482, $2.49 pack of 25: S52" brass knobs 
Ss no. 27748, $2.29 pack of 2. Call Rockler at BOW 279-4441, 


og 


an intarsia showpiece 


1 4 


al eaql 


Your patriotism and creativity will soar with this majestic wall hanging, 
designed by incomparable intarsia artist Judy Gale Roberts. 


ver tried intarsia? Here’s a perfect 


opportunity to spread your wings 
@ and build a masterpiece right out ol 
the chute. Though this project appears to 
have numerous feather parts and complex 


wing contours, it’s simpler than it looks. By 
scrollsawing just 11 parts total for the bot- 
tom of the wings and tail and grooving them 
with a small gouge or rotary tool, you'll 
achieve the look of 62 feathers across the 


The eagle has a 24" wingspan. If you wish to make a larger one up to 50" long, it's simple. 
see the sidebar “How to create a bigger eagle” on page 64. 
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wingspan. Also, because 

many of the parts have a 
continuous contour across them, 

youll find it easy to shape them as 
groups. Let's dive in! 


Cut out the parts 
| Make five copies of the full-size eagle 
patterns from the WOOD Patternse 
insert. Tape together one set of the patterns, 
joining them where shown. Set this pattern 
aside as a master for reference. 
From the remaining copies, cut the 
pattern pieces, identified by the solid 
(primary scrollsaw) lines. There are three 
pieces near the top of each wing that have 
long dashed (secondary scrolisaw) lines on 
them. For continuous grain flow, cut them 
out along the solid lines. Later, you'll seroll- 
saw them apart along the dashed lines. 
Round up enough stock of the needed 
types and thicknesses for the project. 
Each pattern piece has a letter on it identify- 
ing the wood type. an arrow showing the 
erain direction, and an initial thickness. 
Judy used walnut for the dark-toned wings, 
body, and legs; aspen for the white tail and 
head, and yellowheart for the beak and feet, 
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Feel free to use other wood species with 
similar colors, As an alternative to yellow- 
heart, you can use yellow cedar, canary 
wood, or pine colored with a yellow dye. In 
place of aspen, consider holly. 

For each pattern piece, align the arrow 

on the pattern with the grain on the 
wood, and move the pattern around until 
you find the area with the best color and 
most interesting grain. Adhere the patterns 
using spray adhesive. Then drill a 4" hole 


FCUT THE PARTS TO SHAPE 


ea 


Using a #2 reverse-tooth blade to minimize 
bottom tear-out, scrollsaw the parts to 
shape, cutting along the center of each line. 


= Fit your scrollsaw with a #2 reverse- 
tooth blade, and make sure that it’s 
square to the table. Then cut the parts, as 
shown in Photo A. Also, cut apart the upper 
wing pieces along the dashed lines. Sand off 
splinters with 120 rit, 
Cut the full-size spacer pattern for the 
eft leg and foot from one of your copies. 
Spray-adhere the pattern to a piece of Va" 
hardboard. Then scrollsaw the spacer to 
shape, and set it aside. 


through the head to receive a dowel for the 
f eye, Where shown on the pattern and 
= Drawing 1. 


2) _Left foot 


Va" birch dowel 1° long, trimmed 
to about ‘4° long atter assembly 


| 
Lett wing 


hy 


Right wing e 
Left leg 


vi" hole H 


Ve’ hardboard backer 


ve’ hardboard backer, 
partially sanded 
away on each wing 
end after assembly 


EXPLODED VIEW 
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sand the parts to shape 

¥ Starting with the top feather piece of 
a& the right wing and referring to the Con- 
touring Guide below, sand the part to 
shape, as shown in Photo B, removing the 
pattern as you sand. We used a 3"-diameter 
pneumatic sanding drum (see Sources), 
inflated to 5 psi, with a 120-grit sleeve to 
shape the parts. An oscillating spindle 
sander or sanding drum in your drill press 
also will work. 

Note: Do ner sand completely around the 
edges of parts to the back face, which will 
leave gaps between the parts, 

To contour the three rows of feathers 
Cabelow the part you just shaped, adhere 
the three parts of each row to a piece of 
scrap using double-faced tape, as shown in 
Photo C. Noting the approximate ise" steps 
between the rows and the top feather part, 
where shown on the Contouring Guide, sand 
the parts to shape, angling the top faces 
down slightly from the bottom to top edges, 
and lightly rounding the edges. Position the 
parts you're shaping against the previously 


Contouring Guide 


r =a = Tae. | ll 
ae FE OO ee OE 
AEA DETAIL | 


Eye dowel 
4a" proud 
of face 


¥a" thick 
| 1" from end 


Taper the top feather of the right wing from 
a thickness of 14", 2" from the left end, to Va" 
at each end. Round over the front edge. 


a 
3 


contoured parts, as needed, to check your 
sanding progress. Remove the parts from 
the scraps. 

*)In the same way, contour the three 
4 feather parts at the bottom as a group to 


va" thick 


To save time, sand parts that havea 
continuous contour as a group. Adhere the 
parts to scrap using doubla-faced tape. 


meet about ie" below the top face of the 
parts above. 

Aq Using a white or light-colored pencil, 
“a draw lines on the bottom feather parts, 
where shown on the pattern by the dotted 


Left wing 


Left leg and foot raised 
on va" hardboard spacer 


oe 


| Top 
feather f 
| Va" thick 2" 
from end ; 
Right wing 
— Via" Steps 
Top faces slightly beveled down 
from bottom to top edges 
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Positioning each bottom feather part an the 
pattern as shown, draw lines for the feather 
details, where indicated by the dotted lines. 


lines, and as shown in Photo D, for creating 
the feather details. Then, using a small V- 
parting carving gouge, cut grooves along 
the marked lines, as shown in Photo E. As 
an alternative, you can groove the pieces 


» Groove | 
ets approximately 


Using a small V-parting carving gouge, cut : 
grooves along the marked lines, increasing 
in depth to about 1a" at the canter. 


using a V-groove router bit in a rotary tool, 
or scrollsaw the individual feathers apart 
aK lightly chamfer the edges by sanding. 
G., Using the same process as for the right 
" Dine. contour the left-wing parts to 


== - =- =5g-s ar — 


& 
rs . 


Round over the edges of each foot and 
shape the toes and talons using a small 
equare file. Sand to remove the file marks. 


shape, except taper the '2"-thick top feather 
part to about 44" thick at the right end, start- 
ing |” from the end. 
gf Adhere the three large bottom tail feather 
WJ parts and the small tail piece, located in 
ie night foot, to a scrap with double-faced 
tape. Sand the parts to a slightly concave 
shape with thicknesses of about ¥i6" at the 
sides and \" at the center. Note that the right 
piece stands about ie" proud of the adjacent 
wing part, where shown on the Contouring 
Guide. As before, draw lines for the feather 
details, and form the grooves. 
ri fy complete the tail, position the three 
& large bottom pieces against the large top 
part. Mark the contour of the bottom pieces 
along the bottom edge of the top part. Now 
adhere the top part and the small piece above 
it, located in the left foot, to a scrap. Sand the 
pieces to a thickness of about 44", and then 
round over the large piece, staying just above 
the marked line on the bottom edge. 
¢) Using the contoured wing and tail parts 
as reference points, and referring to the 
Contouring Guide, mark and sand the legs, 
feet, body, head, and beak to shape. (For the 
feet, we found it easiest to sand them to 
approximately +4" thick, and then shape 
them with a file, as explained in the next sec- 
tion.) Make sure you place the left leg and 
foot on the 44" hardboard spacer before 
marking the contour lines on these parts. 
Sand the head and body together. Then, to 
make the head feathers stand out, remove 
the head and sand the top of the body so it 
meets about 'is" below the head, 


Add the simple details 

7 Adhere each foot to a small wood scrap 
ain your vise with double-faced tape. 
Then, referring to the Contouring Guide 
and pattern, shape the feet, toes, and talons 
using a file, as shown in Photo F. 
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GIVE THE EYE SOME RELIEF 


————h ~ 


| Cc Double-faced tape 
Using a straight carving gouge or small 
chisel, remove a little material below the 
eyebrow to create a shadow area. 


To create a shadow area below the eve- 
pbrow, shave away a little material, as 
shown in Photo G. 
Cut a 1"-long piece from a s"-ciameter 
birch dowel for the eye. Sand one end of 
the dowel round. Then glue the dowel in the 
Va" hole in the head with the round end pro- 
jecting about 32" above the chiseled surface 
on the face, where shown on the Contouring 
Guide, After the glue dries, trim the dowel 
flush at the back. 
| Using a dark-brown permanent marker 
;or woodburner, color the talons, where 
shown on the Contouring Guide and as 
shown in Photo H. Then color the end of the 
eye dowel. 


Finish up 

Using 180-grit sandpaper followed by 

220-erit, hand-sand the’ parts with the 
fran to remove any scratches or roughness. 
Then remove the dust. 

Apply three coats of a wiping varnish to 

the parts, including the bottoms, using a 
l" foam brush. (We used Bartley Gel Var- 
nish, Clear Satin.) Following the time 
schedule on the can, wipe off the excess and 
buff the parts with soft paper towels or clean 


TINT THE TALONS: 


eS 


Joints 


between toes 


Color the talons and the joints between the 
toes using a medium-point, dark-brown 
permanent marker, 


rags until they're nearly dry to the touch. 
Let each coat dry for 6 hours, 
From “s" tempered hardboard, cut a 
# 12x26" piece fora backer. Assemble the 
eagle, centered, on the backer. Check the fit 
and transition between all of the parts, and 
make any final adjustments, as needed. 
Then trace around the eagle. When tracing 
along the bottom of the wings, you do not 
need to go in and out of the V-shaped open- 
ings along an approximately 5°-long area at 
the ends. Simply draw a line along the tips 
of the feathers in these areas. (You'll par- 
tially sand away the backer along these 
lengths after gluing the @agle in place.) 
Carefully slide the parts off the hardboard, 
keeping the pieces together. Cut the backer 
to shape, scrollsawing just inside the marked 
line. Sand the edges smooth. 
Aj Center the eagle on the backer so there's 
an even overlap all around. Then glue 
each piece to the backer using a couple of 
drops of yellow woodworking glue. 
Finally, to give the wings an upswept 
appearance at the ends, partially sand 
away the backer and taper the trailing feath- 
ers toward the tips, where shown in Photo I, 
using a 10" dise sander, stationary belt 


How to create a bigger eagle 


By simply enlarging the patterns and making a few minor 
parts changes, you can scale up the eagle. Here's how. 

@ Have the full-size patterns in the insert enlarged to the 
desired size and copied in the needed quantities. For 
example, to increase the eagle from approximately 24" long 
to 36" long, enlarge the patterns 150%. Although you can 
have the patterns enlarged at a local print center, we found it 
more economical to buy enlarged patterns from Judy Gale 
Roberts. Call 800/316-9010 (865/428-8875 if outside the 


parts Va". 


GIVE THE WINGS SOME LIFT 


Feathers tapered 
toward tips for 
upswept look 


Backer 


| 
Sand away the backer and taper the trailing 
feathers at the end of each wing over the 
area shown to create an upswept look, 


sander, or portable belt sander clamped 
upside down in your vise. Sand to 220 grit. 
Then apply finish to the sanded surtaces of 
the feathers. Now attach a picture hanger to 
the backer, where shown on the pattern, 
hang your winged treasure where you wish, 
and admire it and your artistry with pride. # 
Written by Owen Duvall with Kevin Boyle 

Project design: Judy Gale Roberts 

Wlweiration: Roxanne LeMeine; Lorna Johnson 


Supplies: Soray adhesive; double-faced tape; Vex12x26" 
tempered hardboard; \"-diameter birch dowel 1" lang: 
madium-point, dark-brown permanent marker, 

picture hanger, 

Blade and bit: #2 reverse-tooth scroligaw blade, V-groove 
router bit when using a rotary tool fo cut grooves in the 
bottorn feather parts. 

source 

Pneumatic sanding drum and adapter, 2x4" pnaumalic 
drum no. FF43080, $49.95; dril-oress drum adapter 

no, FF&3081, $16.95; 120-orit 3x8° sanding sieeve no. 
PUOOTS2, $2.75. Call or cick Klingspor's, 200/228-0000, 


Intarsia Patterns 


at 


W.S.); or click intarsia.com. Judy has patterns available for 
37*- and 50°-long eagles. 

@ To maintain the three-dimensional look for the enlarged 
eagles, increase the initial and final thicknesses of all 


Bi To provide increased stiffness to prevent loosening of 
parts, use V4" instead of Ve" hardboard for the backer that 
you'll glue the shaped parts to, where shown on Drawing 1. 
Also, go with a 46° dowel in place of a ve" dowel for the eye. 
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These common cuts can prove uncommonly difficult in joint-making. Sloppy fits, uneven edges, and 
splintered wood point to poor execution. All you need are tools already in your shop. 


adoes, grooves, and rabbets form 

the backbone of so many wood- 

working projects, from a simple 
picture frame to the cherry bookcase on 
page 35. Fundamentally and structurally 
sound, they're reliable standards in case 
construction and any project that features 
shelves, drawers, or dividers. We'll walk 
you step-by-step through the techniques 
so you can produce flawless, tight-fitting 
joints on your projects. 


select your tools of choice 

The tools and method you choose to cut 
dadoes, grooves, and rabbets will vary 
based on which tools you own and whether 
the resulting joint will be seen in your final 
project. (For a comparison of the pros and 
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cons of these tools, sec the chart on page 
66.) Keep in mind that you can cover up 
some joints with face frames, or make a 


=> 


merely good dado better with spec 


remove lablesaw blemishes,” page 64.) 


_DADOES, GROOVES, AND RABBETS: WHAT'S THE DIFFERENCE? 
Groove 
Fabbet — 
1 


Shoulders 


Although similar in structure, these cuts differ due to their placement within a board. 


Rabbets form an L-shaped recess along an edge or end. Dadoes have two shoulders and 
run across the grain. Grooves also have two shoulders, but run with the grain. 


il 


cleanup tools. (See “Dado-cleanout bits 
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COMPARING FIVE WAYS TO CUT DADOES, GROOVES, AND RABBETS 


: 7 Cutting tenons, box joints, 
half-laps, shiplaps, and 
tongue-and-groove joints. 


| Cons: Leaves triangular grooves in 
bottom corners; needs backer board 
to avoid tear-out across grain. 


Cutting tenons, half-laps, and 
shiplaps, but quality suffers. 


Cons: Uneven bottoms: needs backer | 550-380, 
board to prevent tear-out across grain. 


Adjustable 
dado blade 


Pros: Quick and easy to adjust 
width; inexpensive. 


Cons: Repeated passes could create | 510-580. 
inaccurate widths; saw marks need = 

to be cleaned up; time-consuming; 

needs backer board to provent tear- 

oul across grain. 


Pros: No need to purchase or 
install dado set; creates clean 
rabbets when machining in 


40- or 50-tooth 
combination blade 


Ripping and crosscutting in 
regular use of tablesaw. 


§5-520 for 

a single bit; 

$30-$8100 for a 
| set of 6-9 bits. 


Cons: Deep cuts require time- 
consuming multiple passes; 
needs backer board to avoid 
tear-out across grain. 


Pros: Cloan cuts with square 
shoulders; accurate when bit 
size matches channel size. 


Straight 
router bit 


| Mortising, plunge cuts, 
| template routing, and 
flattening rough stock. 


Cons: Deep cuts require time- | $10-S40 fora No: Siher eee Pacunitianded: 
consuming multiple passes; needs | single bit; $20- 
backer board to avoid tear-out across | 560 for multi- 


grain; lifts veneer on shoot goods. bearing sets. 


7 cone table or hand-held router; 
| quicker setup than straight 
router bit. 


Tablesaw delivers quick, accurate channels 
0 the WOODS magazine shop we tu ‘ins for top-notch tablesaw results 


first to the tablesaw for cutting dadoes, 
grooves, and rabbets. Typically, it takes less i Tip 1: Adjust your saw for clean, accurate cuts. 


lime to install and adjust a dado set than it 
does to prep a router. And, we prefer the 
lablesaw’s ability to quickly cut channels 
and handle most sizes of boards or panels. 

You have two options in dado sets: stacked 
or adjustable. The stacked sets—which we 
prefer—reliably deliver a square, clean cut. 
Of course, higher-priced sets typically pro- 
duce the cleanest cuts with fat bottoms and 
square, no-tear-out shoulders. Most stacked 
dado sets, however, leave tiny, triangular 
“ear marks’ in the bottom corners caused by 
the beveled teeth of the outer blades. 

Adjustable dado blades (sometimes called 
“wobble” blades) tempt you with low prices 
and quick setup. But these sets come with 
serious drawbacks: They create concave or 
ridged bottoms and unsquare corners that 
need considerable cleanup. 

You also can make all three cuts with a 
good quality 40- or 30-tooth combination 
blade. For dadoes and grooves, cut both 
shoulders first, and then nibble away the 
remaining waste. Clean up the rough bottom 
with a sharp chisel or router cleanout bit. 

You can cut rabbets the same way, but we 
prefer the following two-cut method. First, 
make the shoulder cut; then, using a tall aux- 
iliary fence (5-8", depending on workpiece 
height), adjust the blade height and cut the 
bottom perpendicular to the shoulder. To 
avoid kickback, be certain the waste side ts 
not trapped between the fence and the blade. 
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To ensure accuracy and squareness before 
making any cuts, first make sure you have 
your tablesaw set up correctly, The miter 
slots and rip fence must be perfectly paral- 


& Tip 2: Choose a good dado set for 
Stacked dado sets contain two outside 
blades, several chippers, and metal or plastic 
shims. (If your set does not include shims, 
make your own from thin paper or card 
stock.) Determine the width of your chan- 
nel; then add the requisite number of chip- 
pers between the outer blades (see illustra- 
tion, right) on the arber and tighten, Don't 
worry if the arbor washer won't fi 
off. It's more important to get the arbor nut 
tightened to full threads, 


Freud's Dial-A- Width dado set ireder 
SD608; freudtools.com) combines the 


shimless conveniences of a “wobbler’ with 


the clean cut of a stacked set. Here's how 
it works: You stack chippers between the 
outer blades just like on a regular stacked 
set. One caution, though: At its maximum 
width of 18", your saw’s arbor nut can 
only tighten to about half threads. 

To fine-adjust the width, simply loosen 


the arbor nut and turn the hub on the outer 


blade, as shown at right Each “click” on 


the hub changes the width by .004", much 


like inserting an actual shim. 


lel to the blade, and the miter gauge must be 


set perpendicular to the blade, Even the 


slightest deviation will affect the fit and 


finish of the joint. 


best results. 


Outside 
blade 


Outside blade 
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@ Tip 3: Test and adjust your 
dado set for dead-on cuts. 

For dadoes and grooves, cut a test 
scrap piece to check for fit. Adjust the 
fit by adding or removing shims and 
chippers. We like to cut dadoes and 
grooves slightly undersized (within a 
few hundredths of an inch); then sand 
the inserted workpiece until it fits 
snugly. Be sure to sand the entire 
workpiece to the same grit, or your 
finish will reveal where you stopped 
sanding. Be careful not to sand 
through the veneer face on plywood, 


@ Tip 4: Use a zero-clearance 
insert for tear-out free cuts. 
Here’s how to make a zero-clearance 
insert plate for your saw’s blade throat. 
With the dado set adjusted to exact 
width and lowered below the table, 
install a planed and shaped wood 
insert flush with the table surface. 
Clamp a board to the saw table across 
the length of the insert—to one side of 
the blade—to hold it in place. Turn 
your saw on and slowly raise the 
blade, cutting through the insert, until 
it reaches the approximate height to 
match the depth of your joint, Turn 
the saw off and check the blade height. 
For help in making insert blanks, see 
woodiMapuzine.com/reroclearince, 


@ Tip 5: Resharpen your 
entire stacked dado set. 

The carbide teeth of stacked dado sets 
dull over ime and need resharpening. 
When having a set sharpened, always 
include each blade and chipper—even 
those you've never used—so the teeth 
remain identical in height. If the teeth 
don't match exactly, some chippers 
will cut deeper than the rest, 


@ Tip 6: Prevent veneer 
chip-out with tape. 

When making cuts in veneered 
sheet goods, chip-out always 
looms as a possibility. To keep 
a veneer face from chipping, 
apply painter's tape over the 
cutline—and at the opposite 
end to maintain a level surface 
when machining. Make a shal- 
low scoring pass first; then, 
with the tape still on, raise the 
blade and finish with a cut to 
final depth, as shown at right. 
Slow your feed rate accord- 
ingly when removing a large 
amount of material. 
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@ Tip 7: Defeat end-grain tear-out with backer boards. 


Machining  cross-grain 
joints on a tablesaw 
results in tear-out when 
the blade exits the wood, 
as shown at righ, unless 
you take some precau- 
lions. Install a wood 
extension to the miter 
gauge to back up the cut, 
as shown in the photo for 
Tip 8, or hold a back-up 
piece between the work- 
piece and miter gauge. 


@ Tip 6: Use a rip fence as a stop. 
For dadoes and end-grain rabbets, use the 
rip fence and miter gauge in conjunction 
with each other, as shown at right, Because 
you're not cutting entirely through the 
board, it will not pinch and kick back. Add 
an auxiliary fence for rabbets to keep the 
blades from touching the rip fence. 

Por a quick auxiliary fence, mount it to 
the rip fence with double-faced tape. Set 
up the dado stack wider than your intended 
rabbet. Cut an opening for the blade in the 
auxiliary fence (see illustration, below). 
Adjust the fence to the desired width of the 
rabbet and cut the workpiece. 


STEP 1 
Securely clamp auxiliary 
fence to tablesaw 

rip fence. ; 


——— 


We cut these 44" dadoes in red oak with a scrap board to back 
up the cut (left) and then without (right). The backer board 
eliminates tear-out. 


150-grit 
self-stick 
sandpaper 


When cutting across grain, use the rip fence as 
a stopblock and a wood extension to reduce 
tear-out. Sandpaper grips the workpiece. 


STEP 3 
Slowly raise blade 
to cul opening in 

auxiliary fence, 


Scoring '4e" deep cleanly shears the veneer, (left). After cutting the channel to depth, peel away the tape 
gently to avoid lifting the wood fibers and reveal a flawless veneer face (right). 
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Router offers versatility, cleaner channels 


| pais that will be seen on the finished 
& project, you can't beat a router, because 
it cuts square, clean, flat-bottomed dadoes, 
grooves, and rabbets. Whether using your 
router by hand or in a router table, you'll get 
greal results cither way. And routers excel at 
machining stopped channels (those that do 
not exit the workpiece on one or both ends of 
the channel). With a router, you can see the 
start and stop marks as well as the bit. Ona 
tablesaw, however, the blade is hidden 
beneath the board, making it more challeng- 
ing to start and stop precisely at a mark. 


Rout great rabbets by 

hand or in a router table 
You can use rabbeting, straight, or spiral 
bits to machine perfect rabbets. Purchase 


SIZES WITH A SET 


CUT VARIED 


This set cuts rabbets to different widths 
with one bit. Smaller bearings produce wide 
rabbets, and larger bearings shallow. 


rabbeting bits individually or in a set with 
multiple bearing sizes (see photo, below 
lef) to achieve different widths. When 
routing a rabbet by hand, move the router 
counterclockwise around the outside edges 
of a workpiece. Keep one handle over the 
workpiece to maintain a level cut. To avoid 
tear-out when approaching a corner on end 
grain, use a backer board or stop an inch 
short and rout it carefully from the corner 
backwards (known as climb-cutting). 

When routing in sheet goods, rabbeting 
bits fray end-grain veneer rather than shear 
it cleanly, as shown, below. To handle this, 
first rout the rabbet to correct width and 
depth. Then, using a square-edged sanding 
block, sand with the grain toward the rab- 
bet to knock down the frayed grain. 


Rabbeting bits also work great in a router 
table, which offers a distinct advantage over 
rabbets cut with a handheld router: You 
don't need to change bearings to vary the 
cut width. You can adjust the table's fence 
so it aligns with the front edge of the bear- 
ing for full-width cuts, or bring the fence 
forward for a shallower cut. When you 
allow the bearing alone to guide the cut, a 
rabbeting bit follows the exact contour of 
the workpiece edge—even’ imperfec- 
tions—and duplicates that on the joint. 

If you don’t have a rabbeting bit set, straight 
bits and spiral bits also machine great rabbets. 
Use them with the fence on a router table, or 
with an edge guide on a handheld router. 
Avoid dull bits that burn the wood or cause it 
to “fuzz” instead of cutting cleanly, 


HOW TO CLEAN THE “HAIRS” OFF RABBETED VENEER 


== 
s : 
— 


Rabbeting bits lift veneer when cutting rather than shear it cleanly (/eft), so we rely ona 


| “== 
- 
> 


sanding block to remove the stringy fibers (right). If any fibers bend into the rabbet, simply 
use your sanding block to sand the vertical face of the cut. Take care to not round the edge. 


Sheet goods sizes don’t always add up fo the label 


Sheet goods, such as plywood or medium-density fiberboard 


(MDF), almost always come up short of their stated thickness. 
For example, a sheet of $4" plywood typically measures only 
2452" thick (right). So what does this mean? Well, if you plan to 
cut dadoes, grooves, or rabbets in sheet goods, you'd better 
measure everything first. Thicknesses can vary even in sheets 
from the same stack. Always make a lest cut and check the fit. 
Use specially sized plywood router bits that come in cutting 
diameters such as "Svs", 942", 14/90", 790", 290", and 25/42", 


¥a" router bit 


Or, to get truly dead-on results, use straight or spiral bits 


narrower than the thickness of the plywood and make two 
cutting passes with shop-made or manufactured jigs. See 
three purchased jigs in Wise Buys on page 34. To make your 
own, find three free jig plans at woodmagazine.com/dadojigs. 
If you're like us, however, and prefer to use your tablesaw 
with a stacked dado set, here’s a helpful trick. First, label all 
your shims (such as A, B, ©, etc.) with a permanent marker or 
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Test your cut first. 


etch them with an engraver. Now set up your saw with the 
appropriate blades, chippers, and shims to get a precise cut. 
When you remove the stack, make a note indicating which 
chippers and shims you used. The next time you need to cut a 
joint for that size sheet, just put together the same 
combination. Once again, though, don't trust it completely. 


WOOD magazine September 2006 


Dado-cleanout bits remove tablesaw blemishes 


Dado-cleanout bits do just what they say: 
They shave imperfections from the bottom 
of a flawed cut to leave a perfectly flat, 
square joint, as shown below. 

Here's how to use them: First, machine 
your cut to width on the tablesaw, but 
leave the blade height about Vie" short of 
the final depth. Machine all your channels. 


| TRIM BACK THOSE EARS 


The cutdirie barloa of otaciad prmeggens span 
tiny ear marks in the comers (top). A cleanout 
bit removes those blemishes (bottam). 


Take advantage of a router table’s benefits when routing dadoes, grooves, an 


For router-made channels, we'll choose the 
router table over a handheld router in most 
instances because of the additional safety 
and control offered by the table's accesso- 
ries, such as a fence, feather boards, miter 
paupe, and dust collection. 

For best results, know the limitations of 
your router and bit. Routing #4" grooves +4" 
deep in red oak puts a lot of strain on your 
router and speeds dulling of the bit. So make 
the cut in two passes, cutting away half the 
depth on the first pass. 

Sometimes, chips build up in the joint or 
get under a board and lift it slightly, creating 
an uneven cut. After you've routed the full 


Chuck the dado-cleanout bit into your 
hand-held router, and set it to machine to 
the finished depth. Run the router bit 
through the channel, with the bearing 
riding against one shoulder and then the 
other, as shown below. 

Don't confuse these bits with similar- 
looking mortising bits, which have taller 


DOWN AND BACK TINT SES JOB 


Dado-cleanout b bits pare away the Sal | 
of channel depth to bring the joint to its 
final, flawless state, 


channel, blow the dust and chips off the 
lable and workpiece, and make one more 
pass—without making any changes—to 
ensure a clean joint. 

Downcut spiral bits, like the one at rig/i, 
can cause lifting when routing grooves and 
dadoes on a table. These solid-carbide bits 
perform best when making through-cuts, 
where the debris falls through the opening 
created, Lipcut spiral bits, conversely, pull 
debris out of the groove, but also can lift the 
veneer slightly on plywood. Our advice: 
Use an upeut spiral bit anywhere you'd use a 
straight bit, and use a downcut bit only when 
your cut has an open side or bottom. 


cutters (42—12" tall), This puts the bearing 
above the shoulders of a ¥s"-deep 
channel, requiring a quide board or 
straightedge. Woodline's cleanout bit 
(800/472-6950; woodline.com) has just a 
ve" cutter height, and MLCS bits (800/533- 
9298; micswoodworking.com) feature #:6"- 
tall cutters, as shown be/jow. 


CAN’'T-MISS CLEANERS _ 


These dado-cleanout bits excelled in our 
shop because they cut well and their cutter 
and bearing fit into a 4#"-deep groove. 


and rabbets 
| CHIPS FIND NO ESCAPE 


Downcut sciral bits cut great but pack the 
waste into the groove rather than eject it. 
Remove the debris and make another pass. 


Rely on straightedge guides when routing dadoes and grooves by hand 


Channels located too far from the work- 
piece edge for your router table fence call 
for hand-held routing. You've got three 
good options at this point: Run the router 
base along a straightedge, use a bearing- 
guided pattern bit and straightedge, or use 
a router-mounted fence, 

For the first option, chuck a straight or 
upeut spiral bit into the router and set the 
depth. Measure the distance from the 
router base edge to the nearest point of the 
cutter. Clamp your straightedge that exact 
distance from the marked channel, and 
align itas needed, Run your router against 
the straightedge to machine the channel, 
as shown al near right, 

Pattern bits—option two—save you the 
hassle of setting the straightedge-to-cutter 
distance because they have a bearing on 
the shaft above the cutterhead that rides 
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against the straightedge. This means you 
clamp the guide right at your cut line, 
below right. 

When your workpiece’s dimensions prove 
too cumbersome for the router table, use a 
router-mounted fence to help you create a 


DON’ T SPIN | THE ROUTER 


Fora straight and consistent channel, 
maintain the same point of contact between 
your router base and straightedge. 


channel that parallels the workpiece edge— 
Up to the maximum reach of the fence: typi- 
cally 8". Use straight bits or upcut spiral bits 
for best results. # 

Written by Bob Hunter with Chuck Hedlund 
ltustrations by Roxanne LaMoine and Tim Cahill 


PATTERN BITS CUT TO THE LINE 


Because the cutter aligns with the bearing, | 
you clamp the guide right on the line of the 
joint, eliminating offset measurements. 
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Outfit either tool with easy-to-build | 
extensions that provide workpiece | 
support and feature a sliding stop. 
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~ a The tool platform and extensions easily adapt to any mitersaw 
or mortiser. If you own both a mitersaw and mortiser you can 
build one pair of extensions to serve both machines. 

@ ideal for small shops with limited space, the tool platform and 
extensions quickly clamp to your workbench and stow out of the 
way when not in use. 

@ One sliding stop for each machine fits both right- and left- 
hand extensions. Stop distance from the center of the tool 
ranges from about 36° to 60°. 
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1 Build the tool platform 
Measure the depth and width of the base of 
your mitersaw or mortiser. [f the tool table 
protrudes beyond the sides of the tool base, 
measure the table for the width. Add 14%" to 
the depth and 7" to the width dimension for 
the width and length of the tool platform 
bottom (A), as indicated at right, Then cut 
the bottom to size from ¥4"-thick melamine- 
coated particleboard, medium-density 
fiberboard (MDF), or plywood. 

Measure the height of the tool table, and 
subtract #4" from this dimension for the 
width of the tool platform risers (B). Then 
cut two risers to this width and a length 
equal to the width of the bottom (A). Now 
clamp the risers to the bottom, drill counter- 
sunk screw holes through the bottom and 
into the risers, and drive the screws. To con- 
figure toal platforms so a mitersaw and 
mortiser share one set of extensions, mea- 
sure the height of both tool tables, Subtract 
v4" from the farger dimension for the width 
of the risers for both tool platforms. 


Cut two extension bottoms (C) from ¥4°- 
thick material to the size shown at right. 
(You can vary the length of the extensions 
depending on your needs and space.) To 
hang the extensions while not in use, drill a 
|" hole in each bottom, where shown. Then 
cul six 6"-long extension risers (D) to the 
same width as the tool platform risers (B). 
Cut two additional pieces to the same size 
for the clamp blocks (F), and set them aside. 
(You'll attach the clamp blocks to the exten- 
sions in Step 4.) Now clamp the risers to the 
bottoms, centering the middle risers on the 
length of the bottoms. Drill countersunk 
screw holes through the bottoms and into 
the risers, and drive the screws. 


3 Add the tops 

Place the tool platform on your workbench, 
and center the tool on it. Position one exten- 
sion against the tool platform, where shown 
at right. Then measure the distance from the 
outside face of the end riser (1D) to the edge 
of the tool table, Cut two 6"-wide tops (E) to 
this length. To make the extensions fit two 


tools, measure the riser-to-table lengths for 


both toals, and cut the tops to the 
shorter dimension. 

Now with a 34" dado blade in 
your tablesaw, cut centered 4"- 
deep grooves in each top. Clamp 
the tops to the extensions (C/D), 
drill countersunk screw holes 
through the tops and into the risers, 
and drive the screws, 
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: | 440" shank hole, 


countersunk 
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Measure to the end 
of the tooltable, -«< 


| Length of part (E) 
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4 Attach the clamp blocks 


Position the extensions (C/D/E) against the 


tool plattorm (A/B) with the front edges #8 x 2° F.H. wood screw : 
flush. Then retrieve the clamp blocks (F), 4%." shank hole, countersunk r : ae 
and place them against the fnside faces of —— : a Se "¢ 


the tool platform risers (B), flush at the 
front, where shown at rig/r. Now draw the 
risers (B, D) and clamp blocks together with 
a clamp, and drill countersunk screw holes 
through the top (E) and into the clamp 
blocks. Drive the screws, 


Tool platform 


5 Align and mount the tools 

Clamp the extensions to the tool platform, flush at the 
front, Center the tool side-to-side on the platform. 
Place a straightedge against the tool fence and posi- 
tion the tool so the rear edge of the straightedge aligns 
with or is as close as possible to the rear edges of the 
tops (E). Make certain the straightedge edges and top 
edges are parallel, as shown below. Now remove the 
straightedge and the extensions. Mark the locations 
of the tool mounting holes, remove the tool, and drill 
holes through the tool platform bottom (A). Counter- 
sink the holes on the bottom face of the tool platform 
bottom, and secure the tool with flathead bolts, wash- 
ers, and nuts, 

To equalize the table heights of different tools, cut 
two spacers from solid stock wide enough to accom- 
modate the mounting points of the tool with the lower 
table height. Then plane the spacers to a thickness 
equal to the difference between the table heights of 
the tools, as shown at righ’. Now, when mounting the 
lower tool, drill through the spacers and the platform 
bottom. Bolt the tool in place, capturing the spacer 
between the tool and the platform bottom. 


Straightedge. 
ghtedg \ 
Center the tool 
ae side-to-side 
bn Equal on the platform. 


—— ss 
Ni aT flat washer Flathead bolt 


= Edges parallel 
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6 Make the stops 

To determine the width of the mitersaw stop body (G), 
measure the distance from the front edge of one exten- 
sion to the front face of the mitersaw fence, where 
shown below. For the width of the mortiser stop body 
(H), measure the distance from the front edge of the 
extension to the center of the mortising bit, where 
shown below right. For the lengths of the stops, measure 
the distance from the inside face of the extension riser 
(D) closest to the tool platform to the center of the tool 
table. Cut pieces of 34" -thick stock to these sizes. Then 
with a ¥4" dado blade in your tablesaw, cut Ys"-deep 
grooves in the top and bottom faces of each body 24" 
from the front edge and sxe" sawdust relief rabbets in 
the top and bottom faces of both ends, where shown at 
right, Now resaw and plane two 12"-long meces of stock 
to 6x34" for the guide bars (1). Measure the distance from the 
inside face of the extension riser (D) closest to the tool platform to 
the overhanging end of the top (E). Cut the guide bars to this length, 


The back edge of @ | 
extends to the front of the fence. 
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7 Using the extensions 

First, clamp the tool platform (with the tool attached) to your work- 
bench. Then position the extensions on both sides, flush at the front, 
capturing the tool platform risers (B) between the extension risers 
(D) and clamp blocks (F). Clamp the extensions to the tool platform. 
To increase the stop distance, clamp both extensions end to end on 
one side, as shown at right. (On our setup with the extensions flank- 
ing the tool, the stop distance is 35/4". With both extensions on one 
side, the stop distance increases to 6344") To use the stops, simply 
insert the guide bar (1) into the extension top (E) groove, slide it to 
the desired position, and secure it to the top with a clamp. For the 
maximum stop distance, let the end of the stop withour the guide 
bar protrude beyond the end of the extension. To switch the stop 
from right to left, simply flip it over. # 


Written by Jan Svec 


Project design: Chuck Hedlund 
llustraians: Roxanne LeMoine 
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and glue and clamp them into the stop body grooves, ‘flush with the 
shoulders of the sx!" rabbets at one end. 

Nate: On a mortiser with a front-mounted workpiece clamp, vou 
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Changing bits and bit 
heights from above 
the table has never 
been easier. 


Carriage R:= tables have become a 

' Staple in home woodwork- 

ing shops. But for most of 

us, it's sull a hassle to raise and 

lower cutter height as we fumble 

around below the table to make 
lime-cating adjustments. 

That began to change about seven 
years ago when Darrin Smith at 
JessEm Tools introduced Rout-R- 
Lift—the first device that brought 
through-the-table height adjustabil- 
ity to router tables, Smith's insert 
plate replacement spawned a raft of 
imitators, and even inspired router 
makers to rethink height adjust- 
ments on their tools. (See “Three 
more options in fouter-raising,” on 
page 77) 

Today there are no less than a 
dozen router lifts on the market. 
And the price range has broadened 
as well, with lifts costing from $170 
to 3430. So what do you need to 
know before you drop that kind of 
dough? Read on, 


Lead screw 


Guide post 
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FIND A LIFT THAT MATCHES YOUR ROUTER 
A model number in black fits this router out-of-the-box. A red number shows the adapter required 


How a lift does its to install that router in the lift for the Porter-Cable TOt8/718. A dah nates comply. 
router-raising thing iv nn .— aaa, 2 tos a 

Boiled down to its basics, a router | a stant 

lift consists of two primary parts: 
the elevation mechanism and the 
insert plate. On the typical eleva- 
tion mechanism (at Jeff), the motor 
from a fixed-base router mounts in 
a carriage that travels up and down 
a lead screw (or screws) when a 
removable crank is turned from 
above the table. Guide posts keep 
the carriage tracking true through- 
out its full range of travel. | 200 

When shopping for a lift, you [iisen on | a0 

must first ask yourself two ques- | 
tions: Will my router fit into the . 0 = | | 39 
lift? And, will the lift fit into my Fj | 


router table? : 
See ae scar | ome 181 
To answer the first question, the | Pemm  — 

chart at rie shows that nearly all aaah se Pan = [wr = 


of the tested lifts accept midsize -————————— ——$——— 
fixed-base routers from Bosch, —— = 
DeWalt, Makita, and Porter-Cable. 
Many of those require an adapter 
($25-$40), which can be removed | 
to install the 3-hp Porter-Cable LD 
7518. This option lets you mount a _& 
midsize router now, and later OT | |_ 
upgrade to a 3-hp model without | Freud Fr2o0 | fe pe fe) ttn 
buying a new lift. JessEm's Rout- | HitachiM |= | o2001 | peat =S85hh im12v ie a ea 
R-Lift and Woodpeckers’ Unilift | moktaaei2¢ sores] =| — | ai 
both fit a large number of routers. 2 =D = Tereef — | 

As for the question about fitting zr 
the lift to your table, if your current 
insert plate measures 9445x1144", 
eight of the lifts will fit out of the 
box. JessEm's Rout-R-Lift has the 
largest plate; Bench Dog’s ProLift, 
the smallest. (See the chart atthe end ofthe height changes with every turn of the crank. finer threads make it easier to eyeball a tiny 


: 
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article for specific sizes.) An §-threads-per-inch (tpi) lead screw, for adjustment. 

example, raises the router ¥s" for each crank Thread pitch is a reliable way to calculate 
Carriages: Machined rotation; a 32-tpi screw changes the height height changes—until you change direc- 
masterpieces \42" per rotation, (See photos, below.) Those — tions. Whenever you reverse the rotation of 


Regardless of whether a lift uses gear drive 
ee ees THREE LEAD-SCREW THREADS FROM FAST TO SLOW 
peckers Precision Router Lift and Unilift), An 8-tpi lead screw (left) makes large height changes quickly: handy for changing bits, but 
belt drive (JessEm Rout-R-Lift), or direct fine adjustments can be hit-or-miss. A 16-tpi screw (center) adds precision. A 32-tpi screw 
screw drive (all the rest), they all operated (right) helps make fine adjustments, but gets tedious when raising the router to change bits. 
smoothly and reliably. We even hand-packed —— 1 | | 
sawdust into the threads of the lead screws 
and ran the carriages up and down to see 
whether the threads would gum up. Nope. 
Nor are guide posts a point of difference, 
ALL of the lifts strayed a few thousandths of 
an inch from perpendicular through 2" of 
vertical travel. But in actual use, those vari- 
ances had no impact on the cuts we made. 
One key difference between the lifts is 
the thread pitch of the lead screw (or screws), 
which determines how much the carriage 
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OF THREE SCALES 


Jointech’s liquid-crystal display (left) shows the bit's height with .001" accuracy, and zeroes with a simple push of a button to show only 


the amount of change. High-contrast, fractional markings make Bench Dog's scale (center) one of the easiest to read. At the low end of the 
range, Woodhaven's molded scale (right) ranks low for both readability and comprehension. (What does the “3" mean? Yi? Ya? .003"7) 


the lead screw, slack between the threads 
has to be taken up. The resulting loss of 
height change—called backlash—means 
you cant rely solely on a lift’s scale. We 
tested for backlash on each lift by first rout- 
ing the stile of a rail-and-stile joint, and then 
a pertectly mating rail. After lowering the 
bit exactly five rotations and then raising it 
five rotations, we cut a new rail. None of the 
new joints fit perfectly, but all were within 
O04— 008", 

Next, we repeated the test, this time low- 
ering the bit five turns, then raising it 54% 
turns, and finally lowering itagain “2 turn. 
The new joints, in all cases, fit as well as the 
onginals, so that extra half-turn effectively 
countered the backlash on all of the lifts, 
strictly speaking, we observed backlash in 
smartLitt Digital, but, because it measures 
and displays the actual height change of the 
carriage, as shown abeve /eft, backlash 1s 
irrelevant. 

Now that we've defeated backlash, we 
prefer a scale that reads easily and can be 
zeroed to show only the amount of height 
change. The photos above show the range of 
readability. We found the fine markings 
(each showing .001" of height) on the Wood- 
peckers lifts harder to read than most of the 
others, Only the JessEm and Rousseau lifts 
lack a scale that zeroes. 

Some lifts (SmartLift and Woodpeckers) 
show measurements in thousandths of an 
inch (001°), but we woodworkers tend to 
think in fractions, not decimals. To find a 
fraction’s decimal equivalent. you simply 
divide the top number by the bottom num- 
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ber (44 = | divided by &, or .125"), To save 
you the hassle of scrounging up a calculator 
every time you make an adjustment, we've 
put a handy conversion chart on our Web 
site at Ww: | 


Changing bits | 

from above: A big plus 

All but three of the tested lifts raise the 
collet high enough to change any bit from 
above the tabletop. On those three (JessEm 
Rout-R-Lift, and Woodpeckers PlungeLift 
and Unilift) you install the router with its 


The new joints, in all cases, 
fit as well as the originals, 
so that extra half-turn 
effectively countered the 
backlash on all of the lifts. 


base, so the machine itself limits the collet 
height. Woodpeckers sells offset wrenches 
($12 each) that reach through the bit open- 
ing to ease bit changing on these models. 

However, just because a collet will rise 
above the tabletop doesn't mean bit changes 
are a breeze. Remember that 32-tpi thread 
pitch that provides superfine height adjust- 
ments? When it comes to changing router 
bits, that now means 32 turns of the crank to 
raise the bit 1”. 

Woodpeckers found the ultimate solution 
to this speed-versus-accuracy dilemma with 
Quick-Lift, Slip an L-shaped rod through a 


hole in the insert, twist ita quarter turn, and 
the carriage disengages from the lead screw, 
Lift the rod, and the router comes all the 
way to the top of its travel, exposing the 
collet for bit changing. Lower the rod to put 
the bit at 1s approximate cutting height, and 
then dial-in the precise bit height with the 
32-tpi crank. 


Insert plates: 

setting the table 

Router lift or not, a good router-lable insert 
plate should have adjustments for making 
the plate flush with the tabletop. All of the 
Woodpeckers lifts earned high marks 
hecause you can make insert-height adjust- 
ments from above the table. In addition, 
each Woodpeckers plate sports “snuggers” 
(adjustable ball bearings in the edge of the 
plate) that take up minor slop in the fit 
between plate and table. JessEm's Rout-R- 
Lift FX is the only other lift with levelers 
that adjust from above the table. 

With bit openings 34%" or larger in these 
inserts, that leaves quite a chasm around a 
Vs" straight bit. Not all of the lifts come with 
reducer rings that fit into the bit opening 
and close that gap. The chart on page 78 
shows what comes with each lift. 


Mounting concerns: Can 

I use my router handheld? 
In most cases, installing a router in a lift is 
no more or less difficult than mounting a 
router to an ordinary router table insert 
plate. So you may want to dedicate a router 
to your lift and leave it there. But three 
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installing a motor doesn't get any easier 
than this: Open the cam-style locking lever, 
insert the motor, and then close the lever. 


lifts—JessEm Rout-R-Lift FX, Rousseau, 
and Woodhaven E# Lift—have toolless 
quick-release mounts (see photo, above) that 
allow you to move a router motor fram the 
lift to a handheld base as easily as il swaps 


between handheld bases. At the other end of 


the scale, installing Woodpeckers Plunge- 
Lift may require removing some router 
parts, which would have to be replaced 
when returning to handheld mode. 


Three more options in router-raising 


lf you like the idea of through-the-table 
height adjustments, here are some other 
options: 

GY AouterRaizer. ($90, 866/266-1293, 
routertechnologies.com) Already have a 
plunge router in your table? This is the 
least expensive way to add tabletop 
height adjustments. Installation involves 
drilling a hole in your router's base and 
may include adding and removing other 
parts of your router, but the crank works 
even when handheld. As with any lift that 
uses a plunge router, you typically can't 
change bits from above the table without 
offset wrenches or a collet extension. 

F) Lift-equipped routers. Router 
manufacturers quickly figured out ways 
to build through-the-base adjustments 
into their machines. Most of these 
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routers, selling for $180—$270, also 
allow above-table bit changes. You'll find 
built-in lifts on the Bosch 1617/1618, 
Craftsman 26620, Freud FTI7O00VCE, 
Milwaukee 5615/5616, Porter-Cable 890, 
Biogc R2930, and Triton MOFOO1. 

| Lift-equipped router tables. 
Woodhaven sells its EZ Lift built into a 
solid phenolic tabletop ($320), and 
JessEm also offers a phenolic router 
table with Mast-A-Lift built-in (Mast-R- 
Lift Excel, $450). Neither requires an 
insert plate, A permanent crank makes 
the JessEm arrangement even more like 
a shaper. Jointech plans to take the 
concept one step further next year with a 
motorized lift built into a router tabletop. 
The price for this convenience, called 
SmartLitt Professional: $700-—$750. 


A quick spin through the eleven tested router lifts 


Bench Dog ProLift, $325 

b00/766-8902, benchdog.com 
High points 
@& With its nickel-plated 
Steel insert plate, cast- , 
aluminum carriage, and 
stout lead screw, this 
bullt-like-a-tank lift 
should last a lifetime. 
#@ The intuitive, easy- 
to-read scala sling onto the 
included 1s" socket, == 
and zeroes with 
a simple twiston ™ 
the socket. 
Low points 
® Steel reducer rings 
must be leveled to the 
insert plate and fastened 
with screws (unlike the 
simple twist-to-lock rings 
on other lifts), and can 
damage a bit that comes into contact. 
 |nsert plate lacks a leveling system. 
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which leaves a serious 


JessEm Mast-R-Lift, $290 


B66/2/2-/492, jessem.com 


High points 
®@ 16-tpi thread pitch on the lead screw provides 
a nice compromise between fine adjustments and 
speed of bit height changes. 

& Well-marked scale is 7 
easy to read and intuitive. 
Low points 
* Only one 12" reducer 
ring comes with the lift, 


gap around a 12" 
Straight bit, yet 
was too small for 
our rall-and-stile bits. 
* Scale cannot be 
Zeroed, $0 figuring bit 
height changes requires 
some math, 

More points 

® Identical to Rockler 22788 ip00/34.- O59, 
rockler.com). Incra version (972/242-9975, incra.biz) 
has nifty magnetic reducer rings. 


/ confusing for 


| JessEm Rout-R-Lift, $215 


866/272-7492, jessem.com 


High points 
@ Fits almost any router; may be your only choice if 
you want to install your current router in a lift. 
é> Oversize insert plate can be retrofitted to almost 
any router table. 
Low points 
# Offset wrenches or collet extender are needed 
for above-table bit changes. 

F One full tum of the crank changes bit height by 
Vag" which = 
we found 


Small adjust- 
ments. Scale 
cannot be zeroed, 
More points 
® Total vertical travel is short- |] 

est in test (2¥2"), but further 
adjustments can be made on the installed router. 

® Jet's XACTA-Lift ($280; 800/274-6848, jattools. 
com), an accessory to Jet tablesaws, is identical to 
Rout-R-Lift, except for its aluminum insert plate. 


if 


JessEm osu R-Lift FA, 3130 
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High points 
@® Quick- 
release mounting 
mechanism makes it 
simple to retum an installed 
midsize router motor to its 
handheld base. 
@ Has same 
easy-to-read 
scale and 16-tpi 
thread pitch as the 
Mast-A-Lift. 

@® Plate beveling 
adjustments are made 
from above the table. 
4 Low price and good performance make it a Top 
Value for a midsize router. 

Low points 

® Scale cannot be zeroed, so figuring bit height 
changes requires some math. 

More points 

® JessEm makes this lift for Rockler (model 27956, 
$180) but the plate size is &«11", 


CPS SE TTLCOIn 


| JESSEM 


| Precision Router Lift] A| 9vaxct1% 
Quick-Lift (aL420A si Fo Qvint 194" 


(4A) Aluminum 
(P) Phenolic 
(5) Steal 
(Z) Zinc 

(NC) No carriage 


2. (*) Also available with 844x115" plate to fit 
Bench Dog tables. 


) Also available with V42" thread pitch. 
") Limited by plunge depth of installed 
router. 
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5, Excellant 
Good 
Fair 


B&B. {") Varies depending on router 


Jointech SmartLift Digital, $430 


800/619-1288, jointech.com 


High points ii 
#@ Sophisticated electron- TWOML. 
ics measure the actual height 
change of the router, 
eliminating the need 
for backlash counter- 
measures. We found 
we could retum 
precisely to any 
height setting if 
we first zeroed the 
bit to insert level. 
@® Auto-off feature 
saves Dattenes and 
remembers last height 
setting when reactivated, 
More points 

® We noticed dust inside the digital display, but 
Jointech’s Kevin Kirkman assured us that current 
displays are sealed against dust penetration, and that 
ours would be replaced under warranty. 

> Also available without the digital display (SmartLift 
Analog, $270), but the bare-bones scale on that 
model left us guessing about changes to bit height. 
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IE: 


installed in lift, 


7. (N/A) Scale cannot be zeroed. 


(A) Adapter collar for midsize, 
fixed-base routers 
(C) Extended-height crank 
(G) Freehand routing guard with d.c. port 


BUPa ds 


Rousseau Router Lift L5, $1 70 


BOO/635-3416. rousseauco.com 


\ High points 


> This lift s identical to JessEm’s Rout-R-Lift Fx, 
except for the insert plate, which is sized to match 
Rousseau's router 
insert plates. 
Low points 
> |nstead of 
JessEm's 
above-the- 
table levelers, 
this lift comes 
with Riousseau's 
plate-leveling and 
-fitting system, 
which installs on 
your router table 
and adjusts from below. 
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(P) Porter-Cable guide-bushing adapter 
(A) Reducerring set — 

(5) Starter pin for freehand routing 

(2) fero-clearance insert 


Canada 
(U) United States 


10. Prices current at time of article production and 


do not include shipping, where applicable. 
(") Fits Porter-Cable 7518. Model OL350A 
for micsize routers sells for $200, 


Woodpecke rs PlungeLift, $170 


B00/ 752-0725, woodpeck.com 


| Woodhaven EZ Lift, $165 


Woodpeckers Precision 


£00/344-6657, woodhaven.com 


Router Lift, $300 


High points High points — BOO//S2-0725, woodpeck.com 


#@& Despite being made almost entirely of 
phenolic—even the carriage and quides are 

made of the stufft—this lift proved as accurate, with 
adjustments as smooth, as any lift in the test. 


@® Adjustable “snuggers” in the edges of the insert = High points 


Low points 
® No wrench or crank 


comes with the lift; 

you must Supply a Wie" | this lift with a 16-tpi 

socket and wrench. ® Mounting a router lead screw for the 

@ Scale is difficult to read and confusing, simply may involve partial best combination of speed and precision. 
marked with “O," "1," “2." and "3." disassembly, 50 you'll 

@ No plate-leveling adjustments. want to dedicate a router to this lift. 

More points More points 


> Model 1431 fits popular 2-hp routers out of the ® 32-ipi thread pitch makes bit height adjustments 
box: or buy model 1432 with an adapter if you think Slow, Dut precise. 
you'll someday upgrade to a Porter-Cable 7518. 


Woodpeckers Quick-Lift, $230 Woodpeckers Unilift, $270 


The tops of the lifts 

The router lift you choose may depend 
largely on the machine you plan to 
install in it, so that may narrow the field 


BUOY fa2-Ur 25, wOoodpecK.cOom 


* High points 
| @ Fits many popular routers on the market today 


| 800/752-0725, woodpeck.com . 


High points 
> The best and fastest bit- 


Diesel tat (hough not as may aS Jessem'S ROuA-Li, | for you considerably. Find the models 
and twist i to release “universal” | that fit; then review the model-by-model 
the carriage from the router: | summaries to make your best choice, 
lead screw, and then mounting plate | Because many of the lifts fit the 
instantly lift the @ Uses the | Porter-Cable 7518; the Bosch/DeWalt/ 
router to full same plate Makita/P-C midsize, fixed-base routers: 
height. Lower fitting system | or both, we think a recommendation is 
the bit to approximate as the other in order for those machines. Without 
cutting height, lock the Woodpeckers lifts. question, Jointech's SmariLift Digital 
Carmage, and then dial in, Low points | earns Top Tool honors for the routers 
herent ld e bach tee listed above, It’s well built, easy to 
: wre or col at pane tiahle nenaak. 
* binbeas lng plale-fitting system as other extender are needed for above-table bit changes. ie HE soe ata ee ad 
More a? A More points | | tn if you buy it with an adapter for your 
| : eet ei ail |  32-tpi thread pitch of lead screw takes a lot of midsize router now, you can remove the 
® Options abound on this lift, with two different cranking for large height changes, but you also can ca eicaniaesl ated ey CAR eet elie GER 
ptate materials (aluminum or phenolic) intwo sizes. —_qrder this lift with a 16-tpl lead screw. adapter: later: tov upgrade. to) the: Porter. 
OL350A $200) fis ahprouermais. | aeSmarLif's $430 pice tag is out of | 
OA (S: § 2-hp router motors. rtLift’s $430) price tag is out of | 
& Seapets coun affordable price reach, our Top Value for use with the | 
make the lange version of this lift (L420) our Top 3 | P-C 7518 is the Woodpeckers Quick-Lift 


Value for the Porter-Cable 7518 motor. more 
tool reviews 


QOL420. And for the midsize, fixed-base | 

| router bunch listed above, we named 
both JessEm’'s Rout-R-Lift FX and 
Woodpeckers’ Quick-Lift QL350A as 
Top Values. # 


at 


Written by Dave Campbell with Pat Lowry 
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“Although I appreciate the raw 
muscle and speed of power tools, 
I'm ambivalent about them. Hand 
tools...remind me of their music at 
every turn. Pick up a well-used 
and loved plane, one with a history 
of being cared for.... Listen to the 
distinctive whisper it makes as shav- 
ings spiral smoothly from its throat. 
Those shavings are the individual 
notes a plane makes in its song.” 

—Aoss Laird 
Grain of Truth; The Ancient Lessons of Craft 


“Yeah, well, who has time for that?!?” 
—Kevin Goyie, WOOD magazine senior design editor 


| he American political system has 
nothing on woodworkers. Get a 
aroup of us together and we're likely 


to divide along party lines: those who swear 
by their hand tools, and those who swear et! 
them. And just as in politics, the most effec- 
live way to get the job done often lies with 
both parties working together. 

Although we do the majority of our work 


in the WOOD» magazine shop using power 


tools, we still keep a select group of preci- 
sion hand tools at our disposal because they 
do some jobs better and faster than motor 
ized tools. Here's how to get the most from 
the three we use often—a block plane, 
rabbeting plane, and flush-cutting saw. 


Best plane on the block 


Traditionally, hand planes are used for 


everything from rough-shaping (scrub 


In many cases, 
hand tools cut 
cleaner and faster 
than their motorized 
cousins. We'll show 
you when and why 
to reach for the first 
cordiess tools. 


plane) to putting a final surface on your 
project (smoothing plane). But the most 
used plane in our shop 15 a low-angle block 
plane, the “baby” of the jack-plane family. 
Capable of removing a nearly transparent 
shaving when tuned, a block plane cuts as 
well across the grain as with it, Learn to 
super-tune your plane in WOOD magazine 
issue 160 (Dec.Jan. 2004/2005), or down- 
load at at 

Here's what this tool can do for you: 

* Adjust reveals on inset doors. A 
slightly out-of-square door leaves an unequal 
(and unsightly) gap between the face frame 
and the door, Starting where the gap ts 
narrowest, trim the door by making pro- 
gressively longer strokes with a block plane 
to taper the door and equalize the reveal. 
When fitting the top or bottom of a rail-and- 
stile door, clamp a scrapwood backer at the 
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| CURB BLOWOUT WITH A BACKER BOARD 


i af 
i =i 
= fal 

rota Nae ae 


When olanivid ene grain, attach a piece of scrapwood to prevent 
blowing out the grain as the blade exits the workpiece. The scrap 


tears out instead of your project. 


end of the cut to avoid blow-out, as shown in 
the photo above. 

« Soften sharp edges on solid stock. 
Before you can say “Where's my router and 
chamfering bit?” you can break those edges 
with a block plane. And, a block plane can 
do things a router bit can't, such as cutting 
tapered or off-center chamfers. For those 
unusual features, define and mark the limits 
of the chamfer on the workpiece, and then 
plane down to your lines. 

* Clean up edges before gluing. A 


tablesaw blade can score or burn the edge of 


a workpiece: a jointer leaves a straight, but 
scalloped edge. Neither is perfect, but a few 
strokes from a block plane can make them 
nearly so. 

For short workpreces, assemble a simple 
bench hook, such as the one shown above 
right, and place your workpiece on it, with 
one end against the fence. Now, lay your 
block plane on its side and “shoot” a smooth 
edge on the workpiece, as shown at right. 
You can even jount end grain with this 
method—something you should never 
attempt with a power jomter. 

To tidy up a workpiece too long for the 
bench hook, clamp it in your bench vise. 
Press the front of the plane flat onto the 
workpiece edge with your thumb on the 
knob, and your fingers below the sole acting 
as a fence against the workpiece face, as 
shown at left. Now push the plane along the 
edge of the workpiece, making a continuous 
cut from one end to the other. A few passes 
should be all it takes to remove the imper- 
fections, 


Rabbet plane cuts corners 

Before there were tablesaws and routers, 
rabbets (the step cut along the edge or end of 
a workpiece) were cut with a simple plane 
like that shown at right, whose blade extends 
to the edge of its sole. Although we wouldn't 
dream of cutting rabbets by hand today, in 
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the power-tool era, we frequently reach fora 
rabbet plane to clean up a workpiece after 
machining. Those times include: 

* Flattening rabbets. To paraphrase 
the old potato chip commercial, “Rabbets 
have ridges,” especially when cut with a 
stacked dado set on the tablesaw, as shown 
below, Those irregularities weaken the glue 
joint. The cure? Set the rabbet plane blade 
just proud of the sole, hold the plane body 
square against the wall of the rabbet, and 
take a few strokes to flatten those ndges. 

* Tightening tenons. You could use a 
sanding block or a block plane to trim a 
tenon down to perfect size, but neither tool 
can get tightly into the corner between the 
cheek and shoulder like a rabbet plane can. 
With the plane body against the shoulder, 
and the sole flat on the cheek, as shown 
below rie, pare down the cheek with a few 
shallow passes. 


REMOVE RIDGES EES WITH A RABBET PLANE 


A rabbet plane rapidly and cleanly pares away the ridges left in the bottom of a rabbet (left) 
cut with a stacked dado set. Because the blade gets tightly into corners, we often use one 
to trim a tenon to perfectly fit its mortise (right). 


BENCH HOOK 
EXPLODED VIEW 


15" 
a 


SHOOT CLEAN EDGES 
WITH A BENCH HOOK — 


| 
A bench shook makes it easy to smooth 
edges. The sole and side of a block plane | 
form a right angle to ensure a square cut. | 


CUT PLUGS FAST AND FLUSH 


sure it rides flat on the workpiece. Despite 
the wood-to-metal contact, it won't scratch 
the surrounding surface. 


Handsaw: Use it to cut 
short and shallow 

Making deep cuts with a handsaw requires 
a practiced hand and plenty of patience. 
(But it can be done; see below.) However, 
there are plenty of other tasks better suited 
to a handsaw: 

* Flush trimming. Some project parts, 
such as through-tenons and screw-hiding 
plugs, are intentionally left too long during 


| COMPLETE THE CUT BY HAND 


_ By | : 
Use your thumb and forefinger to guide the 
blade against the “keeper” side of the kerf. 
For large waste pieces, straddle the start of 
the kerf with a clamp to prevent binding. 


assembly, and then trimmed flush later, The 
teeth on a flush-cut saw won't mar the 
surrounding surface while slicing through 
the plug or tenon, as shown above left. The 
Mexible blade also permits trimming parts 
in the middle of a large workpiece. 

* Finishing “inside” cuts. A round 
saw blade can't cut completely inside the 
elbow of an L-shaped workpiece. Complete 
the cut with a handsaw. Support both the 


BENCH HOOK = MINI MITER BOX 


— —_ <— ~ re 
Besides holding a workpiece while planing, 
a bench hook can double as a miter box 
for small workpieces. A thin kerf cut in the 
fence precisely guides the saw blade. 


keeper and waste piece during the cut to 
prevent premature breakage, and use the 
machine-cut kerf as a guide for your saw. 

* Cutting small parts. For smal! mold- 
ings and dowels, a fine-tooth handsaw cuts 
cleaner and safer than a fast-spinning 
tablesaw or mitersaw blade. Cut kerfs in the 
fence of your bench hook, as shown above, 
at common cut angles, and use it like an old- 
fashioned miter box, 


The secrets to sawing straight 


Most of us can't cut a straight line with a handsaw to save our souls. The trick to 
sawing straight, according to hand tool authority Graham Blackburn, is to start 


straight. Here's how: . 


First, score the cut line on the face of the workpiece with the beveled edge of your 
marking knife on the waste side (Step 1), Transfer the cutline to the adjacent edge or 
edges of your workpiece, as shown in the Shop Tip, at right. Then bevel-cut back to 
the scored line (again, on the waste side) to create a small channel (Step 2) for the 


saw blade, 


Regardless of whether you use a Western-style (push) saw or Japanese-style 
(pull) saw, start your cut by placing the blade in the top channel (Step 3) and gently 
drawing the saw toward you for a few strokes. Lift the saw out of the cut between 
strokes. Now, saw back and forth, keeping the teeth cutting along both cut lines at 
once (Step 4). For the cleanest, straightest cut, use the full length of the blade and 
let the saw do the work—don''t force it through the wood. 


Two more super-handy 
hand tools 

* Marking knife. Besides creating a line 
finer and more consistent than any pencil 
you can dream of, a marking knife adds 
another distinct benefit: It slices through the 
top layer of wood grain to reduce tear-out, 
even in machine-cut crosscuts, That scoring 
also comes in handy when transferring a 
line around a workpiece, such as when lay- 


SHOP TIP _ 


Mark four sides 
fast and accurately 


Ever try to carefully mark a line 
around four faces of a workpiece 
and not have the last line meet up 
with the first? Here's a foolproof 
way to get it perfect: Score the top 
face on your cut line with a square 
and a marking knife. Now place the | 
marking knife blade in the score at | 
one edge of the workpiece, as 
shown at ght: slide your square up | 
to it; and score the second face. 
Repeat the process for the opposite 
end of the first cut and again to 
connect the scores on the bottom 
of the workpiece. 


ing out the shoulder lines of a tenon, as 
shown in the Shop Tip, below. 

You don't have to buy an expensive stain- 
less steel knife to enjoy this benefit, though. 
Make your own from the plans in WOOD 
magazine issue 160 (or at woodmugarine 
com/markineknife), or from a scrap of steel, 
ground or filed to a bevel edge. 

* Chisels. A power-tool woodworker cuts 
mortises with a drill press or benchtop mor- 


Blackburn’s Principles 
of Efficient Furnituremaking 
While working with Graham Blackburn on this article, he shared with us his four rules 


that every woodworker should live by. They apply as much to power-tool woodworking 
as to hand-tool use, so you'll find them helpful whether you make that crosscut with a 


Dozuki or a DeWalt. 


} Whenever you put two or more 

pieces together, mark them. 
Whether you're edge-joining a tabletop or 
assembling a face frame with pocket-hole 
joinery, mark a triangle or series of hash 
marks across the joint lines before you 
start any cutting. These index marks help 
ensure that the pieces go back together in 
exactly the way you intended. Use chalk 
or pencil, and be sure to mark the 
workpieces in a location that won't get 
planed, sawed, or sanded away before 
assembly. 

Don't measure. Of course, you have 

to start with some measurements, but 
as much as possible, use the first work- 
piece to measure the second one. For 
example, a 4° tenon fits into a va" mortise, 
but mismeasuring by a fraction of an inch 
results in a too-tight, too-loose, or mis- 
aligned joint. If you cut the mortise first 


and then use it to mark the location of the 
tenon, you'll increase accuracy without 
actually measuring. 

Mark your waste. Careful layout 

# means squat if you cut sockets where 

you meant to leave pins in a dovetail joint 
or sawed on the wrong side of the cut line, 
making it too short (another good 
argument for principle #2). Get in the 
habit of marking an “X" in the waste area 
to prevent miscuts. 

The strongest joint results when 

you remove the feast material from 
both workpieces. Remember to keep 
things in balance. In similar-sized 
workpieces, a small mortise keeps that 
part of the joint strong, but the thin tenon 
you must cut to fit it weakens the overall 
joint. In ¥4"-thick stock, use the rule of 
thirds: Make your tenon 4" thick (or one- 
third the thickness of the workpiece). 


tising machine. However, both methods can 
leave excess material on the walls of the 
mortise that will weaken the glue joint. 
That's where a sharp chisel works wonders. 
Hold the chisel—using the widest one that 
fits comfortably in the mortise—with its 
back (the non-beveled side) against the mor- 
tise wall, as shown in the photo below. Then 
plunge it down along the wall using only 
hand pressure, 


MAKE ROUND HOLES SQUARE 


A sharp bench chisel shears off the waste 
left behind by the drill bit to flatten the walls 
of tha mortise. 


About our expert 
Graham Blackburn teaches hand- 
tool skills and elements of design as 
a faculty member at the Marc Adams 
school of Woodworking in Franklin, 
Indiana (317/535-4013, marcadams. 
com). He has written a number of 
books, including The Iiiustrated 
Encyclopedia of Woodworking 
Hanatools and Traditional Wooad- 
working Handtools (Blackburn 
Books, 645/679-4990, 
blackburnbooks.com).@ 
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Graham Blackburn and Kevin Boyle 
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Better Homes ame Gardense 


Dear Reader: As a service 
to you, we've included full- 
size patterns on this insert 
for irregular shaped and intri- 
cate project parts. You can 
machine all other project parts 


PAT TERNS 


Wine Bottle Holder, Page 8 
Heirloom Bookcase, Page 38 


Nienlav Cac ane using the Materials List and "nese patiems is strictly prohibited. 
Display Case, Page 54 the drawings accompanying 
Regal Eagle, Page 60 the project you're building. 
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© Copyright Meredith Corporation, 
2006. All rights reserved. Printed in the 
U.S.A. Meredith Corp., the publisher of 
WOOD Patlernse allows the purchas- 
er of this pattern insert to photocopy 
these patterns solely for his/her own 
personal use, Any other reproduction 
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KEY 
W- Walnut 
Y - Yellowheart 
A- Aspen 


——= Grain direction 
——— Primary scrollsaw line 
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7 ic (for separating parts 

cut out a8 groups) 

Detail shaped with a 

carving gouge or file 

Thickness of part before 

contouring 
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Master the steps to transform a polyurethane 
finish from plastic to fantastic. 


goressively marketed and widely 
available, polyurethane isn’t just the 
favored finish of many woodwork- 
ers; it's their only finish. True, there’s a lot 
to like about poly. The long drying time 
makes brushing a breeze, and once dry, the 
tough finish resists moisture and abrasion. 
Oil-based poly isn't perfect, though. That 
long drying time allows plenty of dust nibs 
to collect on the tacky surface, and bubbles 
left by brushing flaw the finish, Once dry, 
gloss poly can look too shiny, like the table- 
top shown below. (Even satin poly finishes 
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lf you don't rub out a gloss poly finish, glare 
highlights dust nibs and drips, while the 
surface feels rough. 
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can call attention to surface flaws unless 
you rub them out.) You'll also need to care- 
fully scuff-sand each coat to ensure proper 
adhesion. If polyurethane remains your first 
choice, master these strategies for working 
around its shortcomings. 


Prevent poly problems 

You can't fix problems you can't see, so 
shine a bright hght on the work surface at an 
angle that emphasizes drips, surface debris, 
and bubbles. Other accessories you'll need 
include a natural-bristle or fine synthetic 
bristle brush (see “Pick a Brush that Gets 
Your Finish Off to a Smooth Start”), an 
angled (or sash) brush of the same type for 
working finish into inside corners, a sepa- 
rate container for holding finish, and a sup- 
ply of shop rags. 

Prepare the wood by sanding to 120 grit 
for unstained wood or 1&0 grit for surfaces 
lo be stained. Any added smoothness from 
sanding to higher grit at this stage disap- 
pears after you apply the finish. Hand-sand 
at the final grit with a flat, lightly padded 
block. First, vacuum the wood surface thor- 
oughly, and then wipe it clean using a rag 
soaked in minéral spirits. 

For fewer dust flaws, start with a clean 
work area. First, vacuum the dust from 
overhead lights and surfaces within your 
finishing area. Then vacuum and damp- 


mop the floor to avoid kicking up dust while 
you finish. After any airborne dust settles, 
run your hand across the wood just prior to 
applying a finish. The oils on your skin will 


pick up the last bits of dust on the surface. 


start with a sealer coat 

Avoid the frustration of digging a stray 
brush bristle out of a dried coat of polyure- 
thane, First. slap the bristles against your 
palm to detect any strays. Just before you 
apply the finish, completely dip the bristles 
into mineral spirits and blot or shake away 
the excess. Check again for loose bristles. 


Apply finish directly from the original 
can and you risk contaminating the polyure- 
thane with debris picked up by your brush. 
Instead, pour enough finish for the project 
into a separate container, If you're using a 
previously opened can, strain the polyure- 
thane through a paper paint filter to remove 
debris and globs of partially dried finish. 
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sags to form. Use an angled light source to 
spot excess finish you'll need to brush off. 


Whether you thin the first coat of finish 
or apply it at full strength may depend on 
whether you're covering a stained surface. 
A thicker, full-strength sealer coat provides 
added protection against accidentally sand- 
ing through both polyurethane and stain to 
bare wood. [If you're finishing unstained 
wood, however, polyurethane thinned 450 
percent with mineral spirits creates a thin 
but fast-drying sealer coat. 

Apply finish to horizontal surfaces when- 
ever possible, even if that means tilting your 
project on edge. Where the work surface 
must remain vertical, use the angled light 
source to check for drips, as shown above. 
Do this as you work and after coating the 
surface but before the finish skins over. 
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We scored 100 squares in topcoat applied’ 
to an unscuffed layer, and covered them 
with packaging tape. Finish pulled loose 
from 92 squares as the tape was removed. 


Grip the brush by the metal ferrule 
between your thumb and fingers, and dip 
the bristles about a third of their length into 
the finish. Gently drag the bristles against 
the container’s edge to remove the excess. 

Begin brushing with the grain from the 
center of the project surface to the ends, 
reloading your brush as needed. Apply a 
complete strip of finish from end to end 
before starting the next strip at the wet edge 
of the previous one. Work as quickly as your 
brush can release each load of finish. 

You can't avoid leaving a few air bubbles 
in the finish, and polyurethane’s slow dry- 
ing time can produce unexpected sags. 
Reduce the number of bubbles and drips by 
“tipping off” each strip of finish. To do this, 


hold the brush perpendicular to the work 
surface and lightly pull the brush tip the 
length of the strip. To drain the brush of 
excess finish picked up while tipping off, 
Wipe il against an empty container. 


Add top-quality topcoats 
Once the sealer coat dries, use 220-grit 
abrasive and a flat sanding block to knock 
down dust nibs and surface flaws. You may 
need to sand more after the sealer coat than 
you will between topcoats, but avoid cutting 
through to the wood below. Sand molded 
details using your fingers and a gentle touch. 
You're most likely to sand through the fin- 
ish at crisp edges. Afterward, carefully 
vacuum the surface and wipe away sanding 
dust with a soft cloth. 

Polyurethane doesn't bond well with 
other surfaces, especially itself, as shown 
above left. You'll need to lightly scuff-sand 
the surface between coats with 220-grit 
abrasive to create tiny grooves where the 
next coat can grip the previous one. Wipe 
away all sanding dust between coats. 

Avoid the temptation to apply too thick a 
coal, Which can allow drips or sags to form. 
Polyurethane hardens by reacting with oxy- 
gen, so even a surface that’s dry to the touch 
may still be hardening. If you plan to rub out 
the finish, apply a full-strength final coat. 

When should you thin topcoats? Some 
polyurethane formulas do a better job than 
others of leveling off brush marks, If you've 
done everything possible to brush on a 
smooth finish and you still get brush marks 
or unpopped bubbles, sand that layer and 
thin your finish about 10 percent before 
applying the next coat. 


Pick a brush that gets your finish off to a smooth start 


Just about any brush will transport poly 
onto your project. The right brush, how- 
aver, will lay down finish that's smooth 
enough to cut your sanding time while 
leveling the finish prior to rubbing it out. 

Natural China-bristle brushes have long 
been popular for applying polyurethane, 
and for good reason. They're fine enough 
to flex as you brush on a finish without 
producing grooves, as stiffer nylon bristles 
might do. Some synthetic bristles, such as 
Purdy's Syntox (Purdy, 503/286-8217 or 
purdycorp.com), rival natural bristles for 
bristle size and flexibility. So here's what 
to look for, regardless of the bristle type 
you choose. 

Fiagging. Think of these as split ends 
on the hairs of your brush. Each flagged 
tip provides an even finer applicator than 
the body of the finest bristle. The result: 
Finish flows from the brush to the surface 
of the wood without leaving ridges. 
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Chiseled tip. Don’t confuse this term 
with the sharply defined point of a foam 
brush. “Chiseled” describes how some of 
the bristles stop short of reaching the end, 
forming a slight wedge shape that lays 
down a smooth finish as you draw the 
brush aon. at an ‘lait 
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Tapered bristles. Picture howa 
fishing rod flexes more at the tip than at its 
base. The slight taper of individual bristles 
from the ferrule to the flagged tip can be 
hard to see, but it allows the brush to hold 
a firm shape while remaining flexible at its 
tip to pe ties a smooth finish. 
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Rub topcoats to perfection 
Polyurethane finish labels don't stress rub- 
bing oul the last coat of finish, but this ts 
whal produces a velvet-smooth surface that 
shows off grain. Rubbing out a finish 
accomplishes three things: You remove the 
last crop of dust nibs, brush marks, and 
partially popped bubbles. You keep the 
surface from reflecting light in patches of 
glare. And you produce a surface that's so 
smooth, your fingertips glide across it. Sim- 
ply follow these four easy steps: 
After the finish dries for two weeks (it 

a takes that long for polyurethane to cure 
hard), wet-sand the finish with a rubber- or 
felt-backed sanding block starting at 320 or 
400 grit. Using mineral oi] as a lubricant, as 
shown below, slows the sanding process 
more than sanding with mineral spirits, 
produces fewer odors, and helps avoid accti- 
dental sand-throuch. 

Sand until you have a uniform layer of 
scratches across the entire surface. Gloss 
finish helps you spot gaps in your sanding 
easier than using satin finish. 

Sanding completely through part of the 
topcoat and into the one beneath can leave 
irregular rings. To remove them, wipe away 
all sanding residue and mineral oil using 
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An angled light source helps you check the 
consistency of your sanding as you level the 
last coat of finish. 


mineral spirits. Then lightly scufl-sand with 
220-prit abrasive for a good bond, apply 
another topcoat, and allow it to harden. 
Dlt’s time to choose a sheen for your final 
Gafinish. If you want a satin finish, sand 
through 600 grit before going to Step 3. If 
you want a semigloss or glossy surface, 
work through silicon carbide sanding grits 
Oh), 800, 1.000, 1,200, and 2,000; and then 
go lo Step 3. Ether way, clean the surface 
thoroughly between grits using mineral 
spirits to prevent accidental scratches. 
Because you're sanding finish, not wood, 
you can sand against the grain with every 
other grit to tell when you've removed the 
scratches from the previous grit. Sand with 
the grain for the final grit. When both fine- 
sanding and, later, rubbing out a finish, 
develop a routine to avoid missing spots. 
Start by working the edges—the most over- 
looked areas—betfore sanding and polishing 
the center from side to side. 
| RUB FINISHES THE RIGHT WAY 
a en — ie 


Sluryof— 
rottenstone 
and oil 
Mix mineral oil or paraffin oil into the pumice 
or rottenstone directly on the wood surface. 


*) Now you're ready for the rubbing com- 
pounds. For a satin surface, use pumice 
in ZF and 4h erades. To achieve a semighoss 
surface, use rottenstone (powdered lime- 
stone). Use one or the other, not both, or the 
coarser pumice will leave coarser scratches 
than the 2,000-erit abrasives. 
Pour mineral oil or paraffin ol onto the 
surface, and sprinkle it with pumice or rot- 
tenstone to form a slurry, as shown abave. 


Wipe-on poly wipes 
out finish flaws 
If your best efforts don't prevent brush 
marks, drips, and sags, you can still 
achieve a polyurethane finish with the 
application ease of a Danish oil finish. 
Wipe-on varnish and gel varnish do 
away with brushing. To make your own 
wipe-on varnish, just thin your existing 
varnish 25 percent or more with 
mineral spirits. Apply each coat witha 
soft rag, and immediately remove the 
excess with a separate clean rag. Gel 
vamish goes on much the same way. 
In both cases, the finish will dry 
faster than brushed-on, full-strength 
poly. The trade-off: Thinner layers 
require two or three times as many 
coats for the same thickness as a full- 
strength coat. Still, if you bristle at the 
thought of brushing, either wipe-on or 
gel poly creates a film that rivals spray 
finishes for smoothness. 
Using a piece of scrapwood with a felt pad 
attached to the bottom, work the pumice or 
rottenstone slurry with the gram. Don't rub 
out the finish any more than necessary to 
achieve the look you want. 


labels don’t stress rubbing 
out the last coat of finish, 
but this is what produces 
a velvet-smooth surface 
To fill in the last of the fine scratches, 
apply a coat of paste wax and buff it to an 
even shine, like that shown below. You can 
also use spray wax, such as Pledge, if that’s 


how you maintain your furniture finishes, ® 
Written by Bob Wilson with Bob Flexner 


Choose the resin that best matches your needs 


“Polyurethane” may be a synonym for 
varnish to some woodworkers, but the 
word really only describes one of three 
varnish resins: phenolic, alkyd, and 
uralkyd. Varnish makers mix one or a 
combination of the following resins with oil 
under heat. The types of resins in the mix 
partly determine a finish’s abrasion 
resistance, clarity, and cost. 

Phenolic resins grew out of the early 
20th-century’s plastics industry. Phenol 
extracted from coal tar was mixed with 
formaldehyde and combined with oil such 
as tung oil. Though a durable replacement 
for shellac at the time, its ingredients 
tended to yellow more than later varnish 
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resins. Phanolic resins still find their way 
into high-end marine varnishes, such as 
McCloskey Boat-Koat Spar Varnish and 
Pettit Paint’s Bak-V-Spar Varnish. 

Alkyd resins made by mixing alcohol 
and acid proved less costly than phenolic 
resins while producing less yellowing. 
That cost savings continues to make them 
a main ingredient in many varnishes 
labeled as polyurethane, Alkyds can be 
purchased unblended in varnishes, 
such as Pratt & Lambert 38 and 
McCloskey Heirloom. 

Uralkyd resin besi describes 
the type of polyurethane most 
woodworkers use. These 


combine alkyd and urethane 
resins to gain the strengths 
of both: alcohol resistance 
from alkyds, for example, and 
scuff resistance from 
urethanes. 1 
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lf you haven't said it, you’ve heard it: You can never have too many clamps. But let's face it: 
Few of us can tie up a truckload of money in clamps. Here are eight tips and shortcuts for 
saving money and getting the most from the clamps you already have on hand. 


Tip @ 


save money with pipe clamps. 
Pipe clamps have long been popular because 
they deliver incredible clamping strength 
and durability at an affordable price. Clamp 
fixtures (a sliding jaw and fixed headstock 
that threads onto 44" or ¥4" steel pipe) sell 
for $4—15 per set. 

You can make pipe clamps any length 
you want, as long as one end of the pipe is 
threaded to mount the headstock, The fix- 


tures can be removed casily and put on other 
lengths of pipe, saving you money because 
pipe is cheap. Our advice: Buy 4—8 sets of 
fixtures, and keep on hand a variety of pipe 
lengths. Store them out of your way when 
not in use. 

You can buy threaded pipe from any 
home-improvement center or plumbing 
supply store. Choices include black or gal- 
vanized, with each having advantages and 
disadvantages. Fixtures slide better on 
black pipe, which sells for about 51 per 
foot, a third less than galvanized. Galva- 
nized pipe’s chief advantage, rust protec- 
tion, works only on the pipe surface, not its 
threads. However, black pipe will leave 
dark stains on your workpiece if it comes 
into contact with glue during a gluc-up. 


(Use waxed paper as a protectant, or make 
sleeves for the pipe from PVC.) 

Long lengths of pipe can bow under 
clamping pressure, To prevent this, use the 
more rigid %4"-diameter pipe. Protect 
exposed threads on both pipe types with 
slip-on plastic caps. 


Trp 2) 

Keep clamps clean. 

Maintain your clamps just as you do your 
tools. Clean the jaws, pads, and bars after a 
glue-up because hard, dried glue can dent 
workpieces and interfere with the jaw move- 
ment. And, once glue builds up, it is difficult 
to remove. To prevent this, put waxed paper 
between the clamp and workpiece. Or, apply 
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a light coat of paste wax or paraffin wax to 
the clamp components to resist glue stick- 
ing. Add wax on the clamp screws for 
smoother turning. Do not use silicone- or 
oil-based lubricants: They can stain your 
workpiece and interfere with your finish. 


Trp 

Rely on cauls. 

To create even clamping pressure across a 
wide joint, use a hardwood caul, a sturdy 
board that distributes clamping pressure 
across a wide area. Simply insert a 2"—3" 
wide board—cut to match the length of the 
joint—between the clamps and the work- 
piece. Add a little cloth-backed, double- 
faced tape to hold the caul in place while 
you tighten the clamps. 


Trp (4) 

Close the gap with shims. 
Sometimes you can’t get a clamp where you 
need one, such as the middle of this case. At 
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those times, rely on a caul to do the job. 
Loosely clamp this caul with one edge 
against the case, and then add thin wedges or 
shims in the middle. When you tighten the 
clamps, this exerts equal pressure against 
the middle of the jomt and the ends. 


Trp (5) 

Make short clamps longer. 

When you're gluing up a large case and 
don't have enough long clamps, make short 
pipe clamps act like long ones. Join two 
short pipe clamps with a coupler. (They cost 
less than a buck.) 


Trp (©) 

Look for shortcuts. 

Another way to make short clamps work 
like long clamps: Take advantage of what 
the project offers you. Use a divider or shelf 
(secured in a dado) for leverage and pull 


from it with a short clamp. 


Tip 


Create your own leverage. 

If your project doesn’t have a built-in lever- 
age surface, make one, Clamp or screw a 
temporary cleat to the workpiece edees— 
but only if the holes will later be covered by 
a face frame, edge band, or back panel—and 
use a short clamp to draw parts together. 


Tip (8) 


Correct unsquare corners. 

Gluing up a large case proves difficult 
enough, but trying to keep it-square adds 
another complication. Before fretting about 
it being square, first clamp up the assembly. 
Before the glue sets, place a bar or pipe 
clamp askew on the long axis. Tightening 
this clamp changes the corner angles. Use a 
measuring tape to check diagonally—front 
and back—across the corners until both read 
the same. Lf the case moves the wrong way, 
reverse the orientation of the clamp. # 
Written by Bob Hunter with Kevin Boyle 
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These woodworking wares passed our shop trials. 


Hearing protection that cancels shop noise 


It's no wonder noise-canceling headphones 
are popular among travelers. These new 
gadgets “hear” environmental noise (such 
as the constant drone of aircraft engines) 
and generate a frequency that cancels out 
the drone. Now the same technology has 
come to the wood shop in the form of 
NoieBuster Safety Earmuffs. 

The day the muffs arrived, | headed 
straight to my portable planer, slipped the 
Noise Busters over my ears, and fired up 
that loud machine. With their power switch 
off, they worked about as well as my other 
muff-style hearing protection, but didn’t cut 
the sound as well as my usual in-ear plugs. 
Then | pushed the dust-sealed power 
switch, and instantly the planer noise 
seemed to drop by half. Impressive. The 
NoiseBusters yielded the same results 
when used with outdoor power equipment, 
including a mower, chipper, and chainsaw, 


There's no radio on the NoiseBusters, but 
a stereo headphone jack allows you to plug 
in a portable radio or MP3 player (and not 
run it louder than an unhealthy 85dB). A 
buddy took my NoiseBusters toa NASCAR 
race and plugged a scanner into the jack. 
He eavesdropped on the conversations 
between the pit crews and drivers while 
shutting out most of the track noise. 

The manufacturer says you'll get about 
65 hours of use from the single AA battery 
that powers NoiseBusters, That's probably 
about right. (1 left mine on by accident a 
few times because the power indicator 
LED isn't very bright and it hides behind 
the headband.) And NoiseBusters aren't 
cheap—they cost about as much as a 
cordless drill. But 20 years from now, I'll 
still have my hearing, and that drill will be 
a distant memory. 

—Tested by Dave Campbell 


Space-saving sliding mitersaw 


I"ve resisted buying a 12" sliding mitersaw 
because it takes up almost as much space 
as a contractor-style tablesaw, and fits up 
against a wall about as well, But Hitachi's 
CI2LSH gives a full 12"+ of crosscut 
capacity, yet requires only 25" of bench 
depth. (Including the miter-locking handle, 
its total depth measures just over 36".) 

The secret to its compact footprint? The 
head (motor and blade) on most sliding 
mitersaws is fixed to a pair of rails that 
slide in the saw’s base. On the C12LSH, the 
head slides on fixed rails, similar to the 
way the head slides on a radial-arm saw. 
(You can lock the head on the rails and 
have the rails slide in the base like a typical 
saw, but | found no advantage in that.) 

As the premier mitersaw in the 
toolmaker's line, the dual-bevel CI2LSH 
has a hase-mounted laser (no need to turn 
on the saw to see the line) that adjusts to 
the left or right side of the blade in seconds 
without tools. The line proved accurate 


throughout my testing, but I didn’t haul it to | 


a jobsite to see how well it held after being 
hanged arcund. 

The CI2LSH also sports two features 
unique to Hitachi mitersaws: 


microadjustments for both the miter and 
bevel angle, and a digital LCD display ona 
flexible gooseneck that shows both angle 
settings, accurate to 0.5°. | made a number 
of miter and bevel cuts at random angles, 
noting the reading on the display, and then 
compared that reading to the measurement 
on my protractor. The cuts were dead-on 
every time. Next, | made several inside and 
outside compound cuts in 5" crown 
molding while trimming out a room and 
crowning a cabinet. The fit on all joints 
proved tight, 

The $650 price tag may give you pause, 
but it’s not out of line for a 12" dual-bevel 


slider. Hitachi also sells a version of this 


saw without the digital display (model 
CI2KSH) for $30 less. 


— ested by Pat Lowry 


NoiseBuster PA4000 : 
Performance _- /. Fee RY 
Pica $150 


Pro Tech Communications 
Bf fi226-1944: noisebuster.nel 


Hitachi 12" Compound Mitersaw C12LSH 
arene 
$650 


Hitachi Power Tools 
800/829-4752; hitachipowertools.com 
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Slim pushblock keeps 
hands safe in two ways 

If you use a tablesaw, router table, or 
jointer, you need pushsticks or pushblocks 
to move the workpiece when the cutter 
gets too close to your fingers for comfort, 
Bench Dog's Push-Loc pushblock adds an 
extra measure of safety not found in other 
commercial or shop-made pushsticks, 

First, the tail hook and a stiff rubbery 
pad along the sole of Push-Loc’s 9"-long 
body erip the workpiece beneath it, so | 
always felt completely in control of any 
workpiece, And second, the ¥is"-thick 
body and comfortable offset handle 
allowed me to keep my tablesaw’s blade 
guard on for rips as narrow as |" without 
interference. (Depending on your saw's 
guard, your narrowest workpiece may be 
wider or narrower. } 

To keep Push-Loe always within reach, 
it comes with a “docking station” that 
mounts to your fence's body with double- 
slick tape. AL 2!" wide, it fit easily im the 
recess between the faces on top of my 
commercial Biesemeyer-style fence, but 
proved a little too wide for the home-shop 
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products 


version of the same fence. [t also can be 
mounted on the back side of your fence or 
left freestanding. 

A molded pocket on the docking station 
holds pencils nicely, but the two tape- 
measure pockets didn't fit any tape T could 
find, unless | hung them on the outside. 
And then, the raised edges of the fence 
faces interfered. (This wont be a problem 
on non-Biesemeyer-style fences.) 


Here’s the bottom line on Push-Loc: I 
could take or leave the docking station, but 
I love the pushblock, even at 320. 

—Tested by Randy Zimmerman 


Push-Loc = 
Performance te oe ke oe 


Bench Dog, Inc. 


600/786-8902; benchdog.com 
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See these products in action on our website! 
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j : Foreman Pocket Hole Machine 
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Circle No. 802 


Don't be afraid of mortise-and-tenon joinery. We'll show you a 
two goof-proof ways to machine tenons that match your mortises. ° 


Pe here's no need to run for the biscuit 
joiner or pocket-hole jig every time a 
ge project calls for edge- to end-grain 

joints, Mortise-and-lenon joinery, a 
centuries-old favorite, specializes in that 
situation, offering incredible strength, 

An ideal mortise-and-tenon joint takes 
only mild hand pressure to assemble. If you 
cut a tenon too small—even ¥42'—the joint 
weakens because of a poor glue bond. 
When you leave a tenon too big and have to 
force it into the mortise, it can starve the 
joint of glue, or even worse, expand or split 
the workpiece. Sull, achieving a perfect fit 
proves little consolation if the finished joint 
is misaligned. Fortunately, knowing a few 
tricks makes it easy to avoid measuring, 
marking, and machining errors. 


; - 
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Good tenons start 
with good mortises 
Before you do anything, machine all of 
your workpieces to the final dimensions, 
including several extras for test cuts. 
Starting with stock of equal thickness and 
width helps ensure accuracy. Planning the 
joint so all the shoulders measure the 
same depth (see illustration, page /(2) 
saves you time later because you can 
machine the shoulders at the same blade 
heizht on your tablesaw. 

In the WOOD® magazine shop we cut the 
mortises first, then fit the tenons to them 


because it proves much easier to fine-tune a 
tenon than a mortise, You can machine a 
mortise in many ways. We prefer a benchtop 
mortising machine for its accuracy and 
squareness and, once set up correctly, its 
ability to make repeated and precise cuts. 
But you also can do the job with a drill- 
press mortising attachment or by drilling a 
series of holes and chiseling out the waste. 
Machine-cut mortises require only light 
es with a yas chisel. (See issue #156, 


TO CL 


pages 68-71 for three detailed techniques 
on cutting mortises.) 

Before machining, lay out the mortise on 
a test piece, as well as the workpieces, with 
a sharp pencil or marking gauge. Make test 
cuts on the practice piece until the mortise 
is centered, as shown, below. Once you've 
centered the mortise, machine the final 
workpieces. Use stopblocks secured to the 
mortiser’s fence to fix the starting and 
ending points for each mortise. 


To test your eatin: plunge two cuts sep a test piece (left. Place the opposite face acainat the 
fence and gently plunge the chisel—with the motor off—into the mortise (might). If it catches on 
the mortise, adjust the fence and repeat until it enters from both sides without catching. 
continued on page 102 
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avoiding workshop goofs 


Comparing two ways to saw tenons 


es ee 


Other Uses 
rabbets, half-laps, 


ANATOMY OF A 
MORTISE-AND-TENON JOINT 


| 


shiplaps, tongue & grooves 


* Safe—hands stay well clear | * Cuts shoulders and cheeks 


of blade with same setup 
* Clean cut (with sharp * Most woodworkers use 
blade) this often, so setting up 
* Excels on angled tenons to cut tanons proves 
« Don't need to change saw almost second nature 
blades * Handles stock size too big 
« Less tear-out for tenoning jig 
* Easy to store 


« Jigs might not work on * Saw marks need more 
some saws due to miter- cleanup 


slot distance from blade * Tear-out more likely across 
* Heavy and cumbersome to the grain 

handle * Benchtop saws might not 
« Awkward to store accept dado set 


« Could be difficult to remem- | * Resharpening is expensive 


Because each joint will have subtle bee Satiicl arid cocermtion i «Time-consuming to change 


variations in size and fit, mark each . used infrequently Blaciaa 
matching par with numbers to keep them * Limits to stock being cut 

paired, With all your mortises finished, (typically 3" for width and 

you're now ready to machine the tenons. 31 for length) 


Tenons, anyone? 


Trying to achieve a perfect-fitting tenon the miter gauge to avoid tear-out, and blade in slight increments after testing the 
with your tablesaw blade leads to a pile of make certain you have your rip fence fit cach time in the mortise. Remember, 
scrap pieces. Instead we cut tenons 'e" parallel with the blade, and the miter each adjustment dowhles the amount of 
proud in width and thickness, andthen trim gauge perpendicular to the blade. material removed because whatever you 
them to fit the mortise. And, we cut them Making test cuts on scrap pieces, “sneak = machine on one side will be duplicated on 
Vie" shorter than the depth of the mortise to sup” on the tenon thickness, raising the the opposite side. 

allow room for excess glue. 


As with mortises, you can cut tenons in CUT QUICK, CLEAN TENONS WITH A DADO SET 
multiple ways, each with advantages and fa st A 
disadvantages. You can machine them with 
a dado set on your tablesaw or with a 
commercial or shop-built tenoning jig. (See 
pages 38-59 in issue #168, or Visit 
woodmagarine.com/tenonjigs to build your 
own.) Both methods produce accurate, 
repeatable, clean tenons. Oftentimes, stock 
size determines which method we use 
because larger stock proves more 
cumbersome in the tenoning jig. 


Use a dado set for 

fast, clean tenons 

To cut tenons with a dado set, at right, use 
the maximum possible cutting width and 
set the height to just below your marked | | i | 
tenon. After aligning the shoulder lines Line up the daco set to cut the cheeks at the shoulder lines first (Jeff). Cut all four shoulders 
with the blade, slide the rip fence to the (faces first, then edges), and then slide the board down and nibble away the remaining waste 


end of the tenon. Attach an extension to (right) on all cheeks. | | 
cominued on page [04 


102 WOOD magazine September 2006 


| ml 


avoiding Ww orksh iIOp go 


pa 
a, 'B 
Adjust the jig square to the table and parallel 


ee. Oe ee age 
A , (ptt =) 
Cutting the shoulders first oe! in crisp 


edges. Use the rip fence as a stopblock and a_ to the blade, so your tenons will be square and 
miter-gauge extension to prevent tear-out. 


perfectly match your mortises. 


c | oS Fae = 
Clamp your workpiece in the jig and line up the Cut cheeks so scrap falls away from the blade, 
outside cheek, Use the fine adjustment knob avoiding kickback. After making a cut, pull the 
(far right) to align the mark with the blade. jig back through the blade rather than lifting it. 


Cutting tenons with a jig 
One advantage to using a tenoning jig: You 
don't need to change saw blades, A quality 
40)- or 50-tooth combination blade, used in 
conjunction with a zero-clearance insert, 
will work great. To get the cleanest tenons, 
first cut the shoulders to depth with a miter 
gauge on the tablesaw. Make all four cuts, 


_ faces followed by edges, with a backer 

board, as shown in Photo A. 
Now grab your tenoning jig and make 

sure it sits square to the saw table, Photo B. 

_ Line up the tenon face cheek closest to the 

_ blade for the first cut, Photo C. Set the blade 
height to intersect the shoulder cut, and cut 
the first cheek, as shown in Photo D, 


Set the fence to cut the farthest edge, avoid- , 
ing pinching the cut-off piece. Be careful not 
to cut into the shoulders—or your fingers. 


Use a sanding block to reduce the tenon's 
thickness. Keep the block square to the cheek 
and shoulder to avoid tapering the tenon. 


keeping both hands on the jig handles. 
Rotate the board face for face and cut the 
second check, top of page /OT, 

Test the fit in your mortise. If it’s too big, 
adjust the jig and shave a little more off each 
cheek, Always cut opposing cheeks after 
making a change to ensure that the tenon 
stays centered, Stop cutting when it’s close 
to sliding into the mortise, 

We do not recommend cutting edge 
cheeks with a commercial tenoning jig 
because the fence and support system might 
allow boards to deviate from square. 
Instead, cut the edge cheeks on the 
bandsaw, as shown, betrom left, because It's 
quick and accurate. Clean any nibs left in 
the corners with a sharp chisel. 


Hone tenons to a perfect fit 
Now your tenon almost fits into its mortise. 
Don't force it. Instead, make a hardwood 
sanding block, as shown, bettom center, 
with crisp, square edges. (We made ours 
from 1/4" oak with self-adhesive 150-grit 
sandpaper.) Sand the cheeks lightly until the 
tenon slides in smoothly. You also can use a 
rabbet plane, making light passes, 

We like to sand a small chamfer on the 
ends, which helps to keep the glue adhered 
to the mortise wall—a sharp end would 
scrape the glue to the bottom of the 
mortise. To keep from starving the glue 
joint, cut a few small grooves along the 
erain of the tenon face cheeks, as shown. 
below, Like flutes on dowels, this provides 
channels for excess glue to travel as the 
mortise and tenon are clamped together. 

To get the best glue bonds, follow the 
principle that “glue won't stick where glue 
ain't.” Using a glue brush, coat the mortise 
walls with glue, and also brush a thin layer 
on the tenon, Don't worry about putting 
glue on the shoulders: it will not provide a 
strong bond, and will ae squeeze out, # 


Using ra carving tool or V-chisel, cut shallow 
grooves toward the end of the tenon to avoid 
an errant cut into the shoulder. 
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End-grain cutting board Bow-front table 

Leam the nifty cutting and clamping tricks that help A kert-bent apron and curved, tapered legs give 
tum scraps into pleasing geometric patterns, this wall-hugging project its graceful beauty. 
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Accommodating 
tool cabinet 

This four-door cabinet 
occupies just 7 square 
| feet of wall space yet 

y 6delivers 26 square fect 
| of tool storage on its 
Pegboard alone! 


Merniber, od Denemberdaniiary by Mev 


Wine server 
Keep your favorite wines, slemware, and serving 
accessories handy in this modest-sized cabinet. 
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Air-filtration systems 33 shop-stretching pointers Bandsaw perfection How to straighten anything 
You'll breathe easier after choosing a Find adaptaide ideas for squeezing the No one can make a bandsaw “sing” Woodworking begins with straight 
model from our comparison of 10 store- most storage and work space from better than pro Michael Fortune, edges. Discover how to cut them on 
bought units and one homemade option. even the smallest of shops. Here are his top tips. even the unruliest workpieces. 
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